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FOREWORD

This report, Research on Electrohvdraulic Servo Valves Dealing with
 Oil Contamination, Life and Reliability, Nuclear Radiation, and Valve Test-
~ ing, was prepared under the direction of B. A. Johnson, Froject Engineer,
and T. J. Dunsheath, Techknic2! Director of the Automatic Control Systems
Section of Coock Research Laboratories, Morton Grove, Illinois. The work
was done under Air Force Contract No. AF 33(616}-5136, and this report is
the second of two parts to be prepared under this contract. Itis also a
continuation of previous work on related subjects and is Part 6 of the series
entitled, Hydraulic Servo Control. Valves. The report includes presentation
of information gained in the desizn and performance of tests intended to study
the effects of various contamination levels in the c¢il on valve operation,
presentation of available information on servo valve life and reliability, the
design of a servo valve-actuator combination for use in neutron and gamma
radiation environments, together with results of testing this combination
under gamma radiation, and results of testing three new servo valves.

' Personnel involved in the progtam, in addition to Mr. B. A. Johnson,
included Mecesrs. P. A. Weiss, W. L. Kinney, E. R. Schumann, and A.
D'Andrea. Mr. Weiss conducted the effects of oil contamination phase of
the program, and Mr. Kinney conducted the life and reliability ohase. Mr.
- Schumann performed a large portion of the work in both the radiation and
valve test phases and Mr. D' Andrea assisted in the laboratory work on all
phases of the project.

The work was administered under the direction of the Flight Control
Laboratory, WADC, with Mr. V. R. Schmitt as initiator. This document
is unclassified. '
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: ABSTRACT
N e .
. This report is divided inio f»ur sections. Design and cperation of 2
test fixture intended for analysis of servo valve operation under various
levels of oil contamination are described. Information.on servo valve life
and reliability, as obtained from valve manufacturers and users, is pre-
sented, and the various design features influencing reliability are discussed.

Design and construction of a vaive~actuator assembly for use in a nuclear
radiation environment are described, and test results on this unit under

- gamma radiation are presented. A series of evaluation tests was run on

one unit each of three new types of valves, and the test results are presented
and discussed. : : '
. r\‘ )

PUBLICATION REVIEW
This report has been reviewed and is approved.

FOR THE COMMANDER:

RFPE. TAVASTI, Lt. Col., USAF

Av¥sistant Chief, Flight Control Laboratory
Directorate of Laboratories ‘
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‘CHAPTER I

INTRODUCTION -

A Purgose

This is a finél_ report and covers the remaining four tasks to be com-
pleted under Air Force Contract No. AF 33(616)-5136. These are:

(1) Investigation of the effects of oil contammatmn on electroh,r-
draulic servo valve operation

(2) Study of life and reliability of servo valves

(3) Investigation of nuclear-radiation effects on operation of a
servo valve-actuator assembly

(4) Evaluation tests of three new servo valves.

The nther tasks required under the above contract were covered in
WADC Technical Report 55-29, Part 5. A D-20% ;é{r

Considerable interest has been generated on the subject of the effects
produced on servo valve operation by various amounts and types of oil con-
‘tamination. Much sporadic and sometimes contradictory information, based
on unorganized laboratory and field experience; exists on this subject. Be-
cause of its importance as a major factor in causing valve malfunction, the
oil contamination ihvestigation was undertaken in an effort to make a con-
‘trolled study of the problem. The purpose was to design a suitable test
setup and to study valve operation under various measurable levels of
contaminated oil,

The use of servo valves in flight control systems is becoming increas-
ingly prevalent and, as such, knowledge of valve and associated equipment
reliability is assuming considerable importance. The purpose of the life
and reliability phase of the project was to obtain available information from

Manuscript released by the authors in November 1958 for publicaticn as a
WADC Technical Report.
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servo valve manufacturers and users cn the subject of valve reliability, to
analyze and discuss same, and to design a test setup for evaluating valve
life as a function of wear. :

Possible use of nuclear propulsicn plants in aircraft dictates the need
for knowledge of radiation effects on all components of aircrait equipment
including the servo valve-actuator assembly. It was the intent under the

- nuclear-radiation phase of the contract to investigate this problem in a
program that would include a survey of previous work by others on related
questions, an analysis of radiation effects on the materials presently used
in servo valves, actuators, feedback transducers and related equipment,
the design and assembly of a suitable valve-actuator assembly, and the
testing of this assembly under various levels of gamma radiation.

The purpose of the valve test phase was to evaluate performance of
three new servo valves which had become available since the last report.
Tests which were to be made on these valves were those outlined in WADC
Technical Report 55-29, Part 2, except where such tests were incompatible
with the method of operation of the valve bemg tested. '

2= 9] 222 -
B.  Organization of the Report

Each of the various tasks is included as a separate chapter of this
report. Chapter II, and Anpendices I and II, cover the work on investigation
of oil contamination effects. Chapter III covers the life and reliability
study and Chapter IV, plus Appendlx III, the nuclear-radiation investigation.
Chapter V and Appendix IV present the results of tests on the three new
"servo valves.

WADC TR 55-29, Pt 6 2
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CHAPTER II

OIL CONTAMINATION STUDY

A. Introduét:ion

Ele:trohydraulic servo valves designed for current military airborne
applications are required to cperate at supply pressures between 1500 and
3000 psi. Systems are presently under development which will operate at
supply pressures of 4000 psi. The employment of such high pressures
requires that the clearances between moving parts within the valve must be

" maintained extremely small to minimize leakage and steady-state power
. losses. This has been done. Unfortunately, in order that the valves oper-

ate satisfactorily, it is imperative that the oil be devoid of any particles or
contaminant approaching the size of the clearances or else erratic operation
or malfunction may occur. This has not always been done. ‘As a result,
servo valves have acquired a stigma, perhaps unwarranted ~of having
questionable reliability for control application.

Actually, this problem has probably arisen due to lack of knowledge

‘as to what contamination level the valves can tolerate and as to what con-

tamination level actually exists in the system. This is evidenced by the
fact that a good -many systems have operated successfully without oil con-
tamination difficulties. For example, in four years of performance testing
of various types of servo valves at these Laboratories, only one case of a
valve sticking has been encountered, and this was quickly remedied without
valve disassembly. The situation is of course different in the field where
similar control over oil cleanliness is more difficult to achieve.

The questions then arise; what is the maximum level and size distribu-
tion of contamination the present production valves can tolerate, and is this
level compatible with the degree of cleanliness that can be obtained with the
filters that are available today? In addition, what types of contaminant are
the most troublesome? '

It was the purpose of this particular phase of the Valve Study contract
to formulate experimental procedures and design test equipment for deter-
mining the answers to the above questions. In addition, soine actual tests
were t0 be made to esiablish the general limiis of contamination under which
current valves are capable of operating. '

WADC TR 55-29, :Pt 6 3




Before the actual design work on the contract was initiated, a survey

of various valve manufacturers and users was made to determine the nature -

of difficulties various organizations have encountered with regard to con-
tamination. The results of this survey are discussed in the next section.

In subsequent sections, the general approach that was taken in formu-
lating the experimental program is discussed, followed by a description of
test procedures and test equipment that were used. Finally, a discussion
of the test results and current filter capabilities is presented.

B. Review of Survey Gathered Data

Both valve manufacturers and valve users were visited. The valve
manufacturers were contacted primarily for the purpose of obtaining infor-
‘mation on other phases of this project but did furnish some data worthy of
consideration here. The valve users visited were primarily manned air-
craft manufacturers, although some data on missile applications were also
provided. Data were obtained on life, reliability, and oil contamination
problems. The life and reliability data are reported in Chapter III.

1. Valve Manufacturers |

Across the board, all valve manufacturers stated that their
valves were not susceptible to first-stage clogging in any reasonably
clean system, one that employs good quality nommahy rated 10

~micron filters. All manufacturers stated that they had increased the
power capacity of their torque motors and the first stage, so as to
‘minimize stiction effects on the output spool. Internal valve filters
of various configurations and sizes are employed in all valves to pro-
tect the critical first-stage orifices. Dry coil or stale coil designs
are being used or are under development throughout the industry to
eliminate the problem of magnetic contamination in the first stage.

To illustrate how the general contamination problem is being
attacked by various valve manufacturers, some of the features, in
addition to those already mentioned, which were emphasized by the
manufacturer as important factors for reducing the susceptibility

~ of their particular valves to contamination will be briefly reviewed.
This discussion does not cover all valves currently being manufac-
tured, as all valve manufacturers were not visited.

a. Cadillac Gage FC-200 Valve

The tnain feature emphasized was the filter design. The
f11ter ingide the valve filters all the oil to the first stage and

WADC TR 55-29, Pt 6 ' 4
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therefore obviates the situatior where one of two separate filters
may become clogged and cause valve unbalance, a condition con-
sidered more serious than a loss in valve gain. In addition, since
the filter area is quite large, it should not be easily clogged.
Another feature of the filter, the usefulness of which can only .

. be determined from field experience, is that the load ilow passes
around the outside surface of the filter, supposedly tending to
flush off dirt particles that may be attached to its surface.

The feedback arrangement of thc FC-200 provides auto-
matic clearance of any particles that tend to clog the upstream
orifices of the first stage. This is desirable in this valve since
the orifices are not circular and are probably more susceptible
to dirt than round orifices. The valve employs a dry torque
motor : ' ’

b. Cadillac Gage FC-2

The main emphasis was placed in the internal design of
this valve. Since the FC-2 valve employs only one nozzle, the
flapper is not restricted in movement as is a balanced valve
with nozzles on each side of the flapper. Thus, any clogging of
the nozzle tends to force the flapper out sufficiently far to clear
itself. In addition, because of the mechanical feedback between
the spocl and nozzle, any clogging creates a differential pressure
across the spool which forces it to move in such a direction as to
extend the flapper from the nozzle. The valve employs a stale

. torque motor. Another factor to be considered is that for the
same quiescent flow a single nozzle valve has a larger orifice
area and correspondingly larger critical dimensions than a
double nozzle valve. ’

e Moog Valve Company 2000 Series Valve

This is a dry torque motor valve but otherwise is similar
in design to the earlier wet torque motor types. Moog engineers
emphasized the fact that valve returns for repair from the field
had practically been reduced to zero for reasons directly related
to cil contamination since the dry coil designs had been placed in
production. Conversely, a relatively iigh percentage of the wet
torque motor type had been returned for this reason.

WADC TR 55-29, Bt 6 5




d. Bendix Pacific HR Series

The standard Bendix Pacific valves employ no isolation
of the torque motor from the drain oil. However, two new
modified designs are presently available that provide varying

- degrees of isolation. One of these employs a baffle which di-

verts the main flow away from the torque motor chamber but
still allows a small amount of indirect flow to the chamber.
The second isolates the flow from the chamber completely by
means of a diaphragm. A test program iz presently underway
which will evaluate all three desigrs under identical operating
contamination conditions.

One factor, which has been emphasized in regard to this

valve design, is that the flapper is lo:-.xted not between the noz-

zies as with many other types, but floats 2bove them. This
arrangement permits much greater flapper movement to pass
particles that.reach the nozzles.

e. Hydraulic Research Valves

The main features emphasized by the Hydraulic Research
engineers were the valves' powerful torque motor,. dry coil
design, and their internal filtering arrangement. Five filters
are used to protect the first stage. The first-stage flow is
tapped from the second-stage flow at an dngle of 90 degrees.
Thus, the inertia of the largest particles in the oil tends to
keep them from turning the corner, so to speak, and entering
the first stage. One filter, located just beyond the tap, filters
all the first-stage flow. In addition, filters are located before
each fixed orifice and nozzle, primarily to prevent clogging
from contamination which may not be cleaned out during manu-

facture.

f. Raymond Atchley Valve

This valve, as described in Chapter V, uses the jet pipe
principle for first-stage control. Thus, no fixed orifices need
be employed, atleast for pressurcs up to 2000 psi, according
to the manufacturer. The critical orifice opening is a circular
area capable of passing particles larger than 200 micrcns. This
contrasts considerably with the critical cylindrical openings of
the conventional flapper nozzle valves where the clearances
between flapper and nozzle cylinder length are of the order of .
25 to 50 microns for the same quiescent flow.

WADC TR 55-29, Pt 6 6
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g.  Airessarch Time Modulated Valve

. The comments made here apply. in general, to all time
modulated valves. The main features of this valve that are
important to contamination insensitivity.are the high controlling

“forces available for controlling the second stage and the constant
dithering. High forces are available because the torque motor
can be designed to maximize force output without compromising
linearity. Dithering maintains the particles in motion and tends
to reduce agglomeration tendencies. '

h.’ Vickers Inc. Valve

The features cited by the Vickers engineers that reduced
~ their valves' sensitivity to contamination were the dry coil
construction and the arrangement of the flapper below the noz-
zles rather than between them.

2. ) Valve Users

Eight aircraft and missile manufacturers were visited during the
survey. Their experience with regard to the oil contamination prob- .
lem varied considerably. A number of companies have had very little
difficulty. Others have had considerable difficulty but solved their
problems by elaborzte oil purification programs. Others are still
experiencing difficulties. A brief summary of these problems and
the approach used in solving the problems will be presented for each
of the organizations visited. Further information on the general
subject of life and reliability is available in Chapter III of this report.

a. Mirnneapolis Honeywell

‘Minneapolis Honeywell uses wet torque motor Moog valves
in their autopilot applications. Filtering i3 provided by Purolator
10 micron paper filters. This combination has provided very
satisfactory operation from the standpoint of oil contamination.
System oil temperatures are generally low, less than 160°F.

No formalized contamination specification has been set up
for their system, primarily because it has not been needed to
‘date. However, they have made some particle counts of con-
taminant in special systems, listed below, which might be of
interest. Since there are no particle sizes given, these data are

~valuable irom a comparison standpoint only.

WADC TR 55-29, Pt 6 7




System - : No. of Particles /mm3 fiuid
MH Hydraulics Laboratory | 30-100
Commercial Airplané L 700
. (Northwest Airlines)
Army Tank Hydraﬁlié System . ‘ 5,000

b.  Northrop Aircraft

Northrop's aircraft expenence with servo valves has -
been entirely with the yaw damper of the F-89. The system
has limited authority and its malfunction would not cause loss
of control of the aircraft. Wet coil Moog valves and Purolator
paper filters are employed in this system. The main system
filter is nominally rated at 10 microns while a 2 to 5 micron
filter is used before the supply inlet to the valve. In three
years' experience and 170, 000 hours of flight, only two failures
have occurred which were attributed to oil contamination. In
fact, a total of only five valve failures was reported. As far as
could be determined, the maximum opzrating time on any valve
was 250 hours. Oil temperatures are around 100°F. No con-
tamination specification has been issued for this system.

c. Douglas Airc ra.ft

, Douglas employs ¢+ ~oil Moog valves on the yaw dampers
of the F4D and F5D. Fﬂ:-; ring is provided by a 10 micron wire-
woven Purolator filter. (*:{ temperatures may reach as high as
225°F. Here again, httle difficulty has been experienced with
oil contamination in servo valves; however, a number of manually-

operated valves have stuck. No specifications on oil contamination _

nave becn issued.
d. North Amirv: an A" '1.;..1011

North American has accumulated a great deal of experi-
ence with servo valves and oil contamination over the years.
Most of this was obtained in connection with the Navaho Frogram.
As a result of this experience, an oil contamination specification
has been set up (sez Table I) as constituting the maximum allow-
able contamination distribution in an operational system. This
~does not mean th.* ;7-catcr amounts of contamination are detri-

- mental. It do=: ... .:, however, that oil contamination is not
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TABLE I

CONTAMINA_TION LEVEL SPECIFICATIONS (5C ml SAMPLE)

: Particle Size Type of Maximum Ccunt
Company (microns) Contamination Allowable
Bell Aircraft 100 All None
Buffalo 26-100 All 5

11-25 All 20
o 6-11 All 81
1-5. All No Count
‘ Specified
Bendix Products 300 Fiber 5
Divisicn 0-500 Fiber » 25
All Sizes Airborne Dust 25,000
25 ‘ ~Airborne Dust 400
All Sizes Metal 25
25 ‘ Metal 8
‘North American! >80 All 50
. ' 40-80 All 175
20-40 All 688
10-20 All 1,338
Convair 100 -All 17
San Diego 51-100 All 42
. 21-50 All 84
11-20 All 170
1-10 All 253
Hughes - 2150 All None

4
L

(Average of 10 largest particles 50 microns)
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likely to be a problem in NAA systems 1f these spec1f1cat1ons
are followed. :

Valve clogging has not been the only problem with con-
taminated oil. An even more serious problem has been in-~
creased valve wear and thus shorter valve life. This would be
especially serious in manned aircraft.

Much of the wear problem can probably be attributed to
the fact that many of the systems have had to operate at high
oil temperatures, some 400°F or higher, where the rate of
generation of contamination in the system is high.

North American has tested and used most types of filters.
They prefer the wire-woven, unsintered type provided by
Purolator. However, a number of systems have been operated
with Permarent Filter Corporation sintered bronze filters and

Porous Media sintered wire-woven filters. Metallic filters ‘must .

be used because of the high temperature requirements. Both
Monrg wet and dry coil valves and Cadillac Gage FC-2 valves are
employed in their syatems

o

e. Bendix Missile Division

Bendix employs a number of Moog wet coil valves on the
‘falos missile. The filters are nominally rated at 5 microns

and are of the sintered stainless steel wire-woven type manufac-

tured by Aircraft Porous Media.

About two yeafé ago Bendix «xperienced a great deal of
difficulty with oil contamination which they attributed to fibrous

particles agglomerating and clogging the first stage of the valves.

To obviate the condition, they set up an oil contamination speci-
fication (see Table I) which has proved very satisfactory. In
addition, considerable attention was given to maintaining the
assembly and test areas clean, and personnel were required to
wear specxa.l laboratory coats.

It is interesting to note that no problem has been experi-
enced with magnetic particles even though the valves are of
the wet torque motor variety. Magnetic filters are notemployed.

WADC TR 55-29, Pt 6 10

R AP AN S A

HARRMR XL Mrip i o6 s

TEE o RS i




SN 1Y LT

Pr .;iam?xaﬂﬁmg

H R NSRTIRY soon

YA

38,

R M RORTE SIS VIR S ST 0D SR G ik R s

Pl

f.  Bell Aircraft Corporation

Bell Aircraft employs their ow» ~x1. .+ on the Rascal
missile. They estimate that in the p.v. 7% percent of valve
failures could be attributed to oil nor‘i cination. To combat

this problem, they have develope: aa oil contamination specifi-
cation for their hydraulic systerms including the test stands (see

Table I). As in the case of most i~ther specifications, these
particular specifications have not bean optimized butappear to
ascure freedom from contamination problems when followed.

Bell has experienced most of the contamination problems
that have been menticned thus far. Contamination resulting
from manufacture has been a problem and has necessitated the
placement of internal filters Feiore each critical orifice. Accu-
mulation of magnetic particles on the torque motor in gaps neces-
sitated the switch from wet coil to dry ccil valves. They have not
experienced difficulties from particle agglomeration. Most of the
contaminant has been found to be in the form of metallic and rub-

ber chips and dust particles.
g- Lockheed Aircraft Corporation

Lockheed employs servo valves on the F104, Constellation,
and Electra. Both Cadillac Gage FC-2 and Hydraulic Research
SV414C valves are used. Until recently, Permanent Filter Com- -
pany 16 micron sintered bronze filters were employed on the ’
Fl104. A recent change to Aircraft Porous Media stainless steel
and wire-woven filters was authorized by the Air Force. Operat-
ing temperatures may reach as high as 275°F.

Considerable difficulty has been experienced with contami-
nation on all three systems, one of the reasons they gave for
switching filters. No specification has been submitted to date
on oil cleanliness although a visual check of photographed filter
disks is made. ‘ '

 h. Hughes Aircraft Corporation

Hughes employs their own valve designs on the Falcon
‘missile. Although they have experienced many difficulties in
the past, the present systems do not have an oil contamination
problem. One of the reasons for this is that they employ a

- special low viscosity oil, Bray 761, which is prefiltered before

WADC TR 55-29, Pt 6 : : 11




it is injected into the system. Another factor which they con-

.sider important relates to the use of a smgw-stage valve with

a very powerful torque motor. The system is ultrasonically ;
cleaned before the oil is added. No filters are used since the |

time of operation is too short for self-generated contamination |

to be a problem.

The Hughes particle size specifications on the supply cil
requires that the average size of the 50 largest particles should
be no greater than 50 microns and that the largest particle should
be no greater than 150 microns. All oil is passed througha
Luberfiner, consisting of a 10 micron filter in series witha
2 micron filter, thus eliminating the bulk of all particles.

i. Summary of Surirey Data

It is quickly evident in reading the above that the systems
that have the least contamination problems are those operatmg

7 under relauvely low temperatures. At temperatures below
160°F. very little difficulty has been -experienced even though

paper element filters have been used. At higher temperatures
the situation is entirely different. Because the resins used in
paper filters tend to disintegrate at temperatures above 200°F,
clogging difficulties become significani. Most companies have
therefore switched to metallic filters, which are no '"cure alls"
either, as will be discussed in a later chapter. Apparently, the

 particle generation is quite high at the higher temperatures and

problems arise from the mere fact that none of the filters are

| 100 percent effective.

Particle size specificatiors have been initiated by many
companieg and proved effective. However, it is doubtful that
these specifications givé the true picture as far as contamination
susceptibility is concerned, as systems have been operated suc-
cessfully under much higher rates. The operating time of the
valve is also important, and while one system can operate under
2 large contamination dose for a short period, it probably cannot
do so indefinitely. For one thing, internal filters within the
valve would become clogged. Nevertheless, if a judicious field
servicing procedure is followed, consisting of periodic replace-
ment or cleaning of filters, a fairly high contamination level
probably can be tolerated.
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Although it was not discussed above, the contaminaticn
generation capability of systems differ. Boeing Aircraft, for
’instance, has had considerable difficulty, largely because they
'~ employ many contamination generators within their hydraulic

systems. These are in the form of hydraulic rotary motors.
The use of such components should be avoided if possible.

The iack of good field cleanliness is another factor.
- Allowing lines and hoses to be exposed to air and dirt can present
many headaches. As field experience testifies, rubber hose and
valves with graphite packings should also be avoided.

C. Discussion of Oil Contamination Effects on the Operation of
- Electrohydraulic Servo Valves

1. Valve Design Limitations

In order to provide the reader with a clear picture of how con-
tamination in the oil can affect the servo valve, a detailed analysis of
a typical valve will be made. In this analysis, the contamination sus-
ceptibility of designs will also be discussed where their characteristics
are such a8 to lead to different conclusions.

The typical flapper nozzle valve, as illustrated in the schematic
of Figure 1, has a number of critical points where part:cles in the
oil can cause valve malfunctions
‘because of their size. These are
the fixed orifices upstream from
the nozzles of the first stage, the
orifices formed by the nozzles and . H
flapper, and the four orifices on : L - i
the output spool. :

ey

=== "

A2 --.Y

The fixed orifices of the first = =
stage generally consist of a circu- s ' "I_
lar hole drilled into a flat plate I . . i
which is inserted in the flow-path. R e N E:,L

The flow through the orifice may -.U U_n

be laminar or in the transition

range, depending on the particular

first-stage design. Thc orifice

diameters are generally in the Figure 1. Critical Flow Re-
range of 0.004 to 0.007 inch, de- strictions in a Typi-

'~ pending on the firs t-stage flow , cal Two-Stage Valve
A requirements. :
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The diameters of the nozzles adjacent to the flapper are gen-
erally in the 0.015 to 0.020 inch range. The clearances between the
flapper and each nozzle vary from 0. 0005 to 0.003 inch, the total
permissible travel being twice this value. Micronic filters nominally
rated anywher'e from 5 to 50 microns are employed upstream.

The diameter of tlh. owtp ut spool depends on the rated flow of
the valve ‘and can vary anywhere from 0.10 inch to an inch or greater,
a typical value being 0.25 inch. Both the axial clearances and the
radial clearances are of the order of 0.0002 inch.

Generally, radial slots are used as flow passages rather than
the complete periphery of the spcol This is done to permit longer
spool strokes and thus improve linearity and reduce leakage at high
pressures. Such practices also improve the coptamination suscepti-
bility of the valve to an extent. '

From the above, it is quickly evident that the most critical
points in the first stage are the clearances between the flapper and
nozzle. On the typical valve, particles as small as 25 microns
(0.001 inch) can create a temporary blockage of fluid. However, the
flapper can yield and allow particles as large as 50 microns to pass,
with only a transient disturbance to the valve.

The fixed orifices will allow particles as large as {25 microns
to pass if such are able to penetrate the filter. » ©

The shape and distribution of the particles, of course, enter
the picture. Most particles are not symmetrical in shape and. if
they approach the critical points singly, will probably pass openings
slightly larger than their smallest dimension. However, if they enter
-in groups, blockage through 'log jamming' can occur even though the
minimum dimensions are only a fraction of the orifice opening. Par-
ticles with maximum dimensions smalier than the orifice opening can
also clog the orifice by the process of agglomeration if present in
sufficient numbers,

The smallest openings in the valve actually occur at the valve
filters where the nominal ratings are generally around 10 microns.
Therciore, it appears that most clogging problems should originate
at the filters and this is generally the case. However, because of
their small capacity, it is not desirable to use valve filters with
absolute particle size ratings too small. Consequently, most valve

filters allow a small percentage of larger particles to pass.
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This is probably one of the main reasons valve designers have
gone to two-stage valves. The latter provide much larger forces for
controlling the spool displacement than even the largest torque motors
and are not as susceptible to the stiction problems. Another reason,
of course, is that the Bernoulli forces increase at higher flows, fur-
‘ther decreasing the forces available for moving the spool.

, The problem of removing particles in the 2 micron size category
apparently defies solution, at least with presently known filtering
techniques. However, the effects of silting can be greatly reduced
by dithering; that is, applying a low amplitude sinusoidal signal to

the valve and oscillating the spool so as to prevent the particle buildup.

However, dithering has the disadvantage of increasing spool wear and
increasing leakage. These effects can be compensated somewhat by
using overlapped spool metering orifices. However, this procedure
tends to ''soften'' or reduce ‘»e valve's Ben81t1v1ty to small mputs near

null, thus reducing the servo response.

The best solution for the output stage appears to be the use of ias
large driving forces as practical from the first stage. In this connec-
tion, considerable advantage may be obtained by use of time modula-
tion principles. The latter combine high torques with a dithering

~action. Large overlaps can be employed to reduce leakage and wear
without the penalty of reducing sensitivity.

2. Particle Type Considerations

In addition to the particle size and distribution problem, other
difficulties arise due to the nature and composition of the particles.
The agglomeration tendency of some particles was mentioned before.
Perhaps the most serious problems can be attributed to ferrous parti-

~cles in the oil in valve designs where the oil is in contact with the
magnetic circuit. These particles are attracted by the magnetic field
of the torque motor and tend to adhere and embed themselves in the
-sides of the coil and the air gaps of the magnetic circuit. In the for-
mer case, the main flux paths tend to be short circuited, thus reduc-

ing the valve's response. In the latter case, the reluctance of the air

gaps is reduced, increasing the tcrque motor and valve gain and pre-
senting stability problems. The magnetic field may also tend to
agglomerate the ferrous particles in other areas of the valve.

Most valves employ magnetic traps to filter the magnétic parti-
cles from the oil. However, these filters are very inefficient and of
questionable value. The magnetic particles that provide the most
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difficulty are those that are too small to be captured by the mechani-
cal filters in the system and too light to be easily captured by the
magnetic filters. Highly efficient but cumbersome magnetic filte~s
have been developed, but even these may not be adequate if the mag-
netic particle content is too large. ' :

The best solution to the problem is to prevent the particles from

coming in contact with the magnetic circuit. This may be accomplished
~with dry or stale torque motor designs. In the former case, positive

seals such as diaphragms are used to keep the drain oil from the

nozzles out of the torque motor. In the latter case, o0il is allowed in

the torque motor chamber but the actual nozzle oil is restrained from

entering the torque motor. The restraint may take the form of a

baffle which is not positive but which allows only a small percentage

of the total oil flow to enter, or it may take the form of a positive seal

separating the drain oil and the oil in the torque motor chamber.

The hardness of the particles is also a factor in controlling
spool wear and friction. However, there does not seem to be suit-
able methods of separating or filtering part1c1es based cn their
hardness.

D. Experimental Procedures for Determining Contaminztion

Susceptibility of Servo Valves

1. Plan of Attack of Experimental Program

It is very difficult to predict theoretma]ly the critical combina-~
tion of contaminant size, shape, and particle distribution per unit
oil volume for a particular valve or design of valve. This depends
to a large extent on the fluid flow pattern, particle distribution
statistics, tendency of particles to agglomerate, manufacturing tol-
erances, ctc. Therefore, it is desirable to determine the contami-
nation susceptibility of valves by controlled experimental techniques.

The questionsthenarise; how should such a program be con-
ducted and how should the valve be tested? What type of contamina-
tion should be used and in wha.t manner should it be apphed to the
valve?

First, ‘it appears desirable to satisfy two conflicting require-
ments. The valve should be operated in much the same manner as
it would in an actual system but should be isolated from contamination
introduced by the system as far as possible. The rcason for the
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latter is quite obvious in that any contamination introduced by the
system complicates the problem of controlling the contamination
added externally. The reasons for operating the valve uander actual -
system conditions is that many deleterious effects may not manifest
themselves sufficiently except under closed loop conditions. For
example, the silting action described previously is not particularly
significant when the valve is operated alone but may cause limit cycle
instability when operated as part of a closed loop. Therefore, it was
concluded that the valve should be tested in a simple closed loop servo
comprising a minimum number of hydraulic components, particularly

those which would be susceptible to relatively rapid wear and deteriora-

tion.

The problem of the kind of contamination that should be used was
considered. One approach would be to test the valves in a system
using typically contaminated oil. But what is a typically contaminated
0il? How much do the oils in different systems vary {rom this value?
This is a study in itself and was not mcluded in the scope of the pres-
ent contract.

Another approach, the one selected for this program , is to
employ contaminants of known characteristics and determine to what
degree the various valves can tolerate them. In specifying the con-
taminants, it is necessary that they simulate the general characteris-
tics of known contaminants. While this can be done cnly to a point,
the results should provide very concrete information along the
following lines.

- By employing a relatively small number of spherical particles
of a certain size range, it appears possible to determine experimen-
tally the maximum size of particles a valve can tolerate. The exact
sizes cannot be predicted analyiically because they depend to a large
extent on interactions within the valve. For instance, will the flapper
always clear itself when exposed to a particle of smaller size than its
entire displacement?

By employing larger concentrations of spherical particles, the
number of particles in various size ranges which-can be tolerated by
the valve may be determined. These results could then be compared ~
with the results of tests employing asymmetrical particles to deter-
mine the effect of asymmetry on log jamming and agglomerafion‘
tendencies. It would also be desirable to use contam:inants of varying
degrees of hardness.
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By using magnetic particles alone, the adequacy of a particular
" valve design in resisting this contamination can be determined. These
not only cause difficulties in the first stage, as described previously,
but because of their hardness provide a good means of increasing
spool friction and therefore provide means for testing the valve's
susceptibility to spool threshold increases.

Probably the main difficulty with the above approach is that
contaminants of the proper size, shape, density, and materials are
difficult to obtain commercially and in many cases are not available

at all. The cost of producing and sorting them would be prolnbltwe
for this program

The only contaminants available with spherical characteristics
(outside of magnetic contaminant) in the desired size ranges are glass
beads. These were tested but found unsatisfactory because they
deteriorated too rapidly, expediting the normal rate of pump wear,
and creating a heavy background '"noise' level which rendered particle
counts difficult. Therefore, the idea of using spherical particles had
to be discarded, although there is a posaibility the magnetic contamina-

tion in the desired size ranges can be used on dry coil valves for these
tests.

Irregular particles in the form of Arizona road dust are com-
mercially available in only two size groups, coarse and fine. For-
tunately, AC Spark Plug Division, Flint, Michigan, had a limited stock
of sorted air cleaner dust available which was turned over to this

project. This contamination was obtained in the following sizes and
quantities: :

0 - 5 microns 100 grams
5 - 10 microns _ 50 grams
10 -20 mic':'ons 100 grams
20 - 40 rﬁicrons ‘ 100‘g'rams

It might be noted that when this stock of contaminants is depleted, no

more will be available, thus making it imperative that the volume of oil
used 'in the system be maintained at a minimum.

In the case of magnetic contamination, c‘a.rbonyl iron particles

are available in many size ranges and of varying hardness. The
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mixture selected for the tests were rated at a nominal 3 microns,
although test results indicated that larger sized particles should also
have been used in tests where the prime concern was the first stage.
The small size particles (3 microns and less) quickly bind valve
spools before any difficulties in the first stage are encountered.

The problem of obtaining repeatability with regard to getting
. the same distribution of particies into the oil in test after test was
given considerable thought. This is a difficult task to accomplish,
and one never krows with complete certainty whether he has accom-
plished it because particle measuring techniques are not very accu-

‘rate.

In fact, one of the major obstacles in a contamination study of
this type is the lack of any adequately accuratec and reliable measur-
ing technique or apparatus for determiring the contarninatiorn level.
After investigating the various methods currently in use, the particle
count method using millipore filters was selected for this study. The
choice was seemingly appropriate as, subsequently, the SAE-A6
Committee on Contamination selected suhstantially this same method
as the proposed standard method. This method was chosen by the
panel as being the best over-all method presently available for meas-
uring contamination level. The panel together with its associated
advisary board is made up of representatives of practically all the
companies in the United States and Canada that are interested in con-
tamination and its affect on servo valves. ' :

- Recent tests in which 16 companies actively participated showed
that the standard method was not reliable. Standard deviations in
particle count of as high as 6 between companies and 1.95 between
samples were obtained; i.e., Statistical Variances of 36 between
companies and 3.8 between samples resulted. However, at the panel
meeting following the test, a majority of those present agreed that the
state of the art was such that nc better measuring method was pres-

- ently available; a few mirﬁor revisions of the method were made in an
effort to increase its accur>cy. Th: above pointedly illustrates the
lack of good means of determining contamination level. ‘

Since the method of measuring contamination level is not suffi-
ciently adequate, it made the problem of proving the maintenance of
an equivalent contamination distribution in several different tests,
as required for this program, exceedingly difficult. It was decided,
therefore, to test several valves at once. In this way each valve
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‘receives aj::proximately the sama nagnitude and eyt of contamination,
providing at least more accurate means of compa: .. sn. This also
reduces the total time for testing and cost of the program.

2.  Description of Test Stand and Instrumentation

A schematic of the test stand is shown in Figure 2; a picture of
the stand is shown in Figures 3 and 4. -The test stand consists of a

Figure 2. Schematic of Hydraulic Contamination Test Stand

hydraulic supply comprising an electric motor-driven pumyp, a reser-
voir and heat exchanger, a filter bank, a control panel, and a valve
test assembly. The reservoir incorporates an agitator and contamina-
tion injection inlet. ’

The filter bank employs five filters rated from 2 microns to 10
microns. The control panel contains a relief valve for regulating
supply pressure, pressure and temperature gages, and necessary
valves and outlets for taking 75 cc contamination samples.

The valve test assembly contains three actuators, to which the
valves are mounted feedbac’ potenticmeters coupled to the actuator
shafts, and necessary pressur- ;.ges and valves to permit measure-
ment of spool end pressures and actuator chamber pressures. A more
detailed description of this equipment is contained in Appendix I.

The valves are controlled from an electronic control panel. The

latter contains three amplifiers for driving the valves, three recorder
amplifiers for driving a pair of two-channel Brush recorders, and a
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low frequency oscillator
plus power supplies. A
picture of the control panel ~
is shown in Figure 5.

In addition to the
above, equipment consist-
ing of a vacuum pump,
filter holders, filters, and
tygon tubing is used to
separate contaminants
from oil samples taken
from the control panel
during tests.

3. Teét Procedures

This section de-
scribes the test proce-
dures that were developed §
during the first two-thirds.
of the test development
program. As a result of

. the latter tests, it became
evident that further
" changes must
be made in
these proce-
dures. The
recommended
‘changes are
discussed in
the Conclusions
section.

Figure 3. View of Contamination
Test Stand Front Panel

The step-
by-step test pro-
,cedures' are
contained in
Appendix II.
These will be

 briefly sum-
marized below.

Figure 4. View of Contamination Test Stand
Actuator Board
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. The following is
the general pattern of
these tests. Three
servo valves are oper-
ated in separate closed
‘loop servo systems and
drive unloaded actua~-
tors. Prefiltered oil
is delivered to the ser-
vo valves from a single
hydraulic supply. A
sample of contaminant
of a particular size
range, say 10 to 20
microns, is then added
to the system oil and
the valves are operated
with this amount for 10 .
minutes. If during this
time, no malfunction ‘
has occurred, another
sample of contaminant

is added to the oil and
the valves operated for Figure 5. View of Contamination

another 10 minutes. Test Stand Control Panel
This procedure is re- ' __

peated until 211 three valves cease to operate satisfactorily. The
amount of contaminant and time necessary to cause malfunction of
each valve is recorded for subsequent analysis.

Valve malfunction is detected by monitoring Brush record-
ings of the differential current to each valve. Typical recordings
are shown in Figure 6. Recording (a) shows a valve under normal
operation; Recording (b) shows a valve that has been forced "hard
over'; while Recording (c) shows a valve that has begun to oscil-
late. ' '

In addition to the above, spool end pressures, actuator end

- pressures, and oil temperature are monitored and recorded
during each run, that is, after .each time contamination is added.
Qil samples are extracted from calibrated traps located on the
contrel panel once every other run. The oil is fed directly inteo

a filter flask where the contaminants are separated. Oil viscosity




is measured before and-
after completion of each
test (comprising the

- number of runs neces-
sary to cause failure of
all three valves). The
filter disks containing

- the contaminant are kept
for later analysis using
the '"standard method".

This complete test
is repeated at least three
times with each type and
size range of contaminant
to ascertain the validity -
of the test results. Each
series of tests requires
some preliminary prepa-
ration and testing to as-
certain the original status

SERABRRNG,

7 te) wamo over | -

of the valve and to insure - . - {e} OSCRLATORY
clean o0il. The tests of o .
the valve include meas- . Figure 6. Error Signal as Monitored on

urement of valve thresh- a Brush Recorder (Depicting
old, leakage at null and : 3 Modes of Operation)

rated current, and no- ' - ' ‘

load flow at plus and minus rated current.

The system oil is purified by flushing out the contaminated oil
from the previous test and introducing oil, prefiltered through a 10
micron Cuno filter, into the system. The system oil is then run
through the filter bank for a pericd of at least 2 hours or until a
sample of the oil is clean. The fiberglass filter used in th= filter bank
is actually rated at 2 microns but allows occasional particles large
~as 7 microns to pass. e '

In addition to the above tests, samples of the contaminunts have
to be prepared and contamination measuring apparatus cleaned. This
process is described in detail in Appendix II and follows the ''standard
method'" proposed by the SAE A-6 committee, using the incidental
light option. The sample sizes to be used depend on the valve, con-
taminant, and test conditions. Sample sizes of 10 milligrams per
gallon were typical for Arizona recad dust while 12.5 milligrams per
gallon were typical for carbonyl iron in actual tests. '
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Following the contamination tests, a valve cleaning procedure
is required to determine the cause of valve failure and to place the
valve back in operation. The preliminary tests for the subsequent -

" contamination tests serve as a post-mortem in establishing the sta-
tus of the valves after they have been cieaned and placed back in an -
operating condition. '

The cleansing procedure begins with the removal, cleaning,

~ and replacement of filters. {The filters are removed one at a time
for a '"hard over!'' condition). The valve is then retested and if it
fails to operate normally, the valve orifices are removed and
cleaned. If upon replacement, the valve still fails to operate satis-
factorily, the nozzles are cleaned. This is a progressive cleaning
procedure intended to ascertain where the cloggingoccurs, although
it is by no means always as straightforward as outlmed

The engineer conducting the test must use considerable dis-
cretion ir following the proper sequence of steps. For instance, if
the valve fails with spool end pressures high, the defect would not
very likely be in the filters or orifice but in the nozzles. If the spool
end pressures are low on the other hand, the prime difficulty is not
likely at the nozzle. Oscillating conditions, generally, a.lthOugh not
always, can be atiributed to the nozzles.

- Following the completion of the tests, particle counts are made
of all the samples taken. The counts are then compared with the
weight of contamination added and together provide useful data of
the contamination tolerability of the valves tested.

4. Test Res'ults :

The major portion of the test program was spent in developing
the set of test procedures listed above. Because of their develop-

' mental nature, most of the test results cannot be listed here, as
‘they merely showed whether the particular method of approach used
was satisfactory or unsatisfactory. For example, a number of weeks
were spent in testing with glass beads. As indicated earlier, the test
results showed that glass beads are unsuitable for testing because
they quickly disintegrate and provide a lot of background clutter
which make particle counting impossihle. In addition, they expedited
the wear of the Vickers pump 8o rapidly that it lasted only about
150 hours, and, during its last hours of operation, the pump could
not supply 3000 psi. ' o
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In other tests, an effort was made to determine the proper size
contamination sample rate and operating time per run, but the corre-
lation cbtained from particle counts was not completely satisfactory.
The required size contamination sample rate was found to be a func-

_tion of the type of valve and supply pressure. Valves using high
quiescent flows from the first stage required lower size contamina-
‘tion sample rates than low quiescent flow valves.  This is of course
intuitively obvious, as the higher the flow, the sooner the upstream
orifices will become clogged.

A figure of 10 minutes was selected for the operating time per
run. This figure was based, for the most part, on the need for this
amount of time in making measurements, recording data, and pre-
paring test equipment. -

Tabie II lists data that were obtained from a few tests of the
Moog 9126, Cadillac Gage FC-200, and Bendix HR-9 (an old version).
The Moog 9126 was used throughout the program for test development

purposes .

"TABLE II

OVER-ALL TEST RESULTS

Valve No. | Test | Contamination | Total Con~ Total Oper- Spoo! End |Spool End | Tes: Failure | Apparent
No. | Type and Size | taminatior ating Time Pressure |Pressure |Pressure|Symptom| Cause of
{microns) Added before | before Failure| Initial Final {psi) Failure
Failure {minutes) (psi) (pei)
{mg/gal) ) Left [Right| Left t
Vi 1 AC Dusat 41.5 10 3000 Sluggish | Not the
Moog 9126) - 20-40 ) Filter
Ser. No. 1
Vi 2 AC Dust . 10.5 5 3000 Sluggish
Mnog 9126 20-40 )
Ser. No. 1
Vi .2a { AC Dust 21.5 10 3000 Sluggish
Moog 9126 20-40
Ser. No. 1
Vs 3 AC Dust 10 4 1000 | 1000] 100 | 100 3000  |Sluggish | Filter
Cad. Gage . 20-40 :
FC 200 -
vy 3 | AC Dust 30 . 47 970| 940| 20| 30 | 3000  {Siuggish | Filter
Moog 9126 : 20-40
Ser. No. 2
A/ 3 AC Dust 30 47 380} 340) 1loo ] 3000 Hard Filter
Bendix 20-40 ) Over Orifice
Pac
‘HR-9
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Table III provides a little more suitable data on six valves tested
for Bendix Pacific for the purpose of comparing the contamination

tolerability of three different first-stage designs. Valves I and IV
‘have the standard wet coil design; II and V incorporate a baffle to

discourage any flow from the first-stage drain to the torque tnotor;
III and VI incorporate a positive diaphragm seal inhibiting the drain
oil from entering the torque motor chamber. -

Most of the data in Tables II and III' are self-explanatory, but
the portion pertaining to the causes of failure requires considerable
elaboration. First, the heading '"Apparent Failure' was used because
it is not possible to predict with 100 percent certainty what the actual
cause of failure was. The general area of failure may be diagnosed
very accurately but the actual element of failure cannot.

There are several signs cf failure. These are as follows:

(1) One filter or one upstream orifice clogs up, creating a
'""hard over'' condition in which the spool moves to one side.
One spool end pressure is very low, the other is higher.

(2) Two filters or two upsti'eam orifices clog, creating low
spool end pressure and little, if any, control.

(3) One nozzle clogs up, creating a hard over condition with
‘higher than normal spool end pressures, one higher than the
other (this is rare).

(4) Both noziles cvl'og up, causing high spool end pressures
and resulting loss in control or hunting. In the latter case, the
clogging may be intermittent, but repetitious.

(5) All first-stage orifices clog, and hunting results at low
spool end pressures.

(6) The output spool sticks, but first stage's operation is
satisfactory as indicated by normal control of spool en
pressures. This has only occurred with carbonyl iron.

(7) First stage becomes unstable at a high frequency, a case
of magnetic contamination at the torque motcr pole pieces.

~ In addition, there are combinations of the above. No provisions
were made for obtaining pressure readings between the upstream filter
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and upstream orifices as these are often integrally fabricated. In
addition, special drilling and tapping would be required in cases where

they were not so fabricated.

The apparent causes of failure, noted in Tables II and III, were
based on the progressive dismantling and cleaning procedure described
in the test procedures. Summarizing briefly, the filters were first
removed, either together or one at a time, depending on the symptoms,
and then cleaned and replaced. If the valve did not operate satisfac-
torily, the orifices were removed and cleaned. The final step, if the
valve still did not function normally, was a nozzle cleaning. This
always returned the valve back to an operating condition when the first
stage was clogged. :

- The second stage difficulties were easy to diagnose. Spool

- sticking could be determined by varying the differential current and

monitoring spool end pressures. Oscillations due to silting could be
determined by opening the servo loop to see whether the oscillations
disappeared. If they did, silting was very likely the cause of difficulty.
Other components within the loop were also checked to make certain that

. they werz not contributing to the valve oscillation.

One of the drawbacks of the above procedure is that once the
filters are removed, the remainder of the hydraulic circuit in the first
stage is exposed to any cuntaminant clinging to the side walls of the
filter cavity. This contaminant can clog the upstream orifices on
reassembly and one never knows for sure what contaminant was the
original source of failure. In the analysis, it was generally concluded
that if the failure occurred abruptly, it was caused by the upstream
orifices clogging. The rate of filter clogging also provided a clue.
This rate could be determined by monitoring the spool and pressures.
The latter generally decreased 28 contamination was added, indicating

- buildup of contamination in the filters. Figures 7 and 8 show the fall-
off of end pressures for two typical valves.

From the aforementioned tables it can be seen that the valves
operating at 3000 psi failed with a much lower level of added contam-
ination than did those operating at 1500 psi.. The Cadillac Gage FC
200 failed at a contamination level of 10 mg/gal while the Moog 9126
and Bendix Pacific HR-9 failed with 30 mg/gal of contamination. The
average amount of added contaminaiion of an equivalent size that was

required to clog the Bendix valves that were operated at 1500 psi was

58 mg/gal. The major reason for these differences in contamination
susceptibility is related to their first stage quiescent flows.
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Moog 9126 Serial No. 2 0. 054 gpm
Cadillac Gage FC 200 0.14 gpm
Bendix Pacific HR-9 0.068 gpm

Bendix Pacific HR~34 Med. 0.035 gpm

It can be seern that the Cadillac Gage valve was exposed to ap-
proximately four times as much flow, and thus contamination, as
the Bendix valves. This easily accounts for the apparent difference
in contamination susceptibility due to pressure. :

Aside from the Cadillac Gage valve failure, the lowest level of
added contamination that caused malfunctioning was 20 mg/gal. This’
amounts to 0.533 gm/100 cc which is comparable to contamination
weight specifications set up by other organizations, such as Boemg
Alrpla.ne Company. :

Table IV shows the particle counts that were made during the
various tests, using the ''standard method" with the incidental light
option. It may be inferred from the data that the personnel making
the particle counts have not fully perfected the technique. If this is -
so, they may have solace in the fact that they are not alone, as evi-
denced by the lack of agresment in the results of the SAE A-6 Com-
mittee investigation mentioned earlier. Actually, not too much
reliance was placed on the particle counts during the latter stages of
the test program

A few commenté are necessary with regard to this method. It
appears that some standard method of checking the technique must be

devised before the techniques can be accepted as a universal standard.

For instance, much of the error in contamination counts can probably

be attributed to initial ieanup of the glass used for obtaining samples.

‘Standards should be set un to limit the maximum number of particles
of various sizes that car perm1tted in blanks which have passed
prefiltered petroleum et‘oer In addition, some figure might be pro-
vided for the contamination level of the filter disk as it is removed
from the manufacturer’s zontainer, bxsed on the best that can be ob-
tained under closely controlled test conditions. These data have pre-

. sumably been obtained by certain experimenters, but it would help a
-great deal if some standard of comparison were established and pub-
lished for people who are new to the field and do not have the tirme and
funds for a research program to obtain the facts. A school for teach-
ing these techniques may also be desirable. '
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TABLE IV

" PARTICLE COUNTS

Test Run - >40 20-40 < 20 "10-20 . <10
No. No. (microns) | {microns) {microns) v (microns)|(microns)
B-1 Blank 260 3,120 12,950
Clean - 830 1,410 22,152
2 440 12,695 175, 469
4 590 2,120 234,300
B-2 Blank 1,380 14,952 23,643
Clean 575 - 5,190 38,297
2 UncountablejUncountable
B-3 Blank 185 1,080 22,791
Clean 340 3,620 102,997
2 525 15,476 681, 600
4 615 11,885 Uncountable
B-4 Blank 31 260 1,030 2,030
‘Clean 175 1,685 5,425 51,929
1 520 740 10,230 138,000
2 41 465 30,000 235,800
4 4,777 8,141 50, 660 348,000
B-5 Blank 79 - 89 356 24,060
Clean 107 2,970 12,935 30,330
1 153 147 &, 845 230,253

It is believed that the method used to obtain contamination sam-
pleas was adequate in that at no time was the sample exposed to the
laboratory air. Of course, the disk is exposed to air during counting,

a relatively long pericd of time.

A good dust-free air-conditioned

atmosphere in the counting area is necessary, especially if the con-
tamination density is low.

5. Conclusions

The following conclusions ¢

"test program:
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(1) The test procedures devised need some revigion to take
intc account the fact that:the valve filters actually filter the sys-
tem oil and reduce the contamination level. Therefore, even
though contamination is added in steps, the actual contamination .
~ level does not necessarﬂv increase but may actually decrease for
- certain contaminatior. sizec. A dis~urc-idn of this revisicn and a
recommended procedure, is descrike? in thy next subsection,

(2)  The tests, as presently devised, are useful more as valve
filter tests rather than valve design tests, because the valve
ma.lfuncuon in most cases : ults from filzer clogging. These
data, of course, are 1mportaf‘ to the systermn designer but might
just as well be obtained by testmg the £11ters alone.

(3) Better control-h £ the c'“ ) n‘matlon contrxbuted by the sys-
tem is rcquired in theia- types ft.sts. The first pump that was
used contributed nearl} As mu«.h contamination as was added
externally. The situat was much improved Wlth the second .
pump but further 1mprnv"»ment v reqmred

(4) _Conta’.minantsvunder (%) mi < ns in size ~an Ju tolerated
at very high levels. Th. vailves _ .rat:d accr 2bly iwhan the
contaminant in the sizs ra . ~ «..tually formed several solid
layers on the filter 4+ -

(5) . Glass beads ar i3 w 3 table cbhﬁminéht for testing

electrohydraulic ser - !.. v. Carbonyl iron might be used
with isolated coil valve.. - * . ~h their high denslty increases
the problem of contamina- c.mu.m :

(6) The clogging terden: - o,“ ‘he valwe filters, and, therefore,

the valve, is depende’ : to * .2 at extent on the quiescent flow of
the first stage and the pat - size rating of the filters. A

* valve using higher quiesz. . €lo. «fc ifmprover response should
therefore employ filte~s yvnt. :arger particle size rating if pos-

sible. It is always iz 0" - that the f:lte~ .. ~ticle size rating
be no smaller than ne:i2;.” - - protect critical restrictions, so
as to reduce clogging +iv- - - 1l part..:es.

(7) Small, hard contan: =7 . s._ ;s ‘*e normally rated 3
micron carbonyl iron +nick™  .nd the ;)utput spools, posing a

problem in duphcatn'\a actui . system magnenc contaminants
which are much softer. :
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6. | Recommendaﬁons for Future Work

There are two major problems that must receive consideration
before the next phase of this study can proceed. These concern the

- control of contamination density in the o0il and the measurement cf the

contamination level.

As mentioned earlier, the tendency of the valve to filter the oil
poses a problem in controlling the densities of contaminant for test.

- Here are several ways of attacking this problem. ' .

One would be to remove the filters and test the valve without
them. This is not convenient with most valves as the filters and up-

‘stream orifices form an integrated unit. In addition, this presents

a very unrealistic test of the valve and does not provide information
that can easily be interpreted in terms of system requirements.

Another approach weuld be to addbontami'nation to the’supply
system and obtain a uniform distributicn by circulating the oil with
the filiters and valves in the system. Then, the valve is placed in

_the circuit and operated for a short period of time sc as not to clog

the filters by more than 20 percent. The valve is then removed and
cleaned, and the oil repurified. Contamination of a higher density is
then added and the test repeated, etc. This procedure has the advan-
tage that the valve always sees the desired contamination density.
However, it involves a prohibitive amount of testing and cleaning time.

A third method would be to determine the characteristic con-
tamination removal vs. contamination added curve for the filter and
add sufficiently more contamination each run to maintain constant
contamination density until the filters clog. However, such a charac-
teristic would probably be difficult to predict and maintain.

A fourth approach is the one suggested for the next program.

' This involves testing with smaller amounts of contaminant than those

required to cause filter clogging and conduct the tests for long periods
of time, say 40 hours. The contamination level is monitored by par-

ticle count methods and maintained at the desired value by adding new
contamination during the progress of the tests.

At the end of the 40 hour period, the test is repeated for a higher
level but still not sufficiently high to cause filter clogging, etc. This
me thod has the advantage of closely simulating the contamination levels
in actual systems. C '
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The followmg improvements to the present system and methods
are also recommended:

(1) Replace the pump with.a version which contributes less
system contamination. A modified gear pump employing exter-
nal gear drives is recommended.

(2) Reduce the noiselevel of the system by employing flexible
couplings between the system and the pump. The gear pump
would also be less of a noise generator.

(3) A softer and larger size group of carbonyl iron contaminant
instead of the type used in the present phase.

(4) Continue to use the 'Arizona road dust as obtained from
AC Spark Plug.

(5) Take samples before each valve rather than at the common
inlet as was done in the present phase. The variation in contami-
nation density due to variation in oil flow velocity through different
tubes could then be observed.

7. Filter Capabilities
‘a. General

The need for micronic filters in military airborne systems
inéorporating electrohydraulic serve valver has stimulated a
great deal of research and development by filter manufacturers
in an effort to improve small particle fiitration efficiencies and

" increase filter reliability under severe environmental conditions.
The effort has been directed along the line of new designs, mate-
rials, and manufacturing techniques.

As a result of this work, a number of new filter designs
have been placed on the market during the last few years, each
intended to solve the micronic filtration problem. There is,
however, considerable disagreement between manufacturers and
users alike as to what constitutes the best design. An attempt to
resolve these disagreements would be beyond the scope of this
contract. However, an effort will be made to describe the vari-
ous types of filters currently available, presenting some of their
advantages and limitations, and to relate their capabilities with

" the contamination size requirements imposed by servo valves,
as deseribed earlier in this chapter. In addition, a brief discus-
sion of existing and tentative filter specifications will be made.
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There are three main methods of micronic filtration. They
are depth filtration, surface filtration, and magnetic filtration.

b. Depth Type Filtration

This type of filtration is accomplished by absorption and
by adsorption. Filtration by absorption is the entrapment of
impurities due to the mechanical wetting and soaking action,
while adsorption is a procees of entrapment that involves a
chemical attraction: The main disadvantage cf tkis type of.
filtration is in the size of the filter required to remove any
appreciable amount of contamination. Because of this disadvan-
tage, the depth type of filter is not used in aircraft systems. It
is used, however, on test stands and for industrial applications.

c. Surface Type Filtration

This type of micronic filtration is accomplished, as the
name implies, by sfopping the impurities at the surface of the
filter due to the smaller dimensions of the flow passages. When
the flow passages are contrnlled and maintained below a uniform
size, uo ccntamination larger than that size will get by the fiiter.
However, because this type of filtration has only a single line of
resistance, long particles with small diameters can pass and
subsequently cause clogging due to the log jamming phenomenon
discussed earlier. One of the main advantages of this type of
filtration is the large capacity for accommodating accumulated
contamination. This is due to the fact that the surface of the
filter can be convoluted, increasing the effective area of the
filter several-fold. It is interesting to note {hat the impurities
caked onto the surface actuaily tend to reducc the minimum size
of particles passed. Because of the large capacity p2r unit size
characteristic of the surface type filter, it iz useda exiensively
for airborne service. :

'The surface type filters can be classified according to
the type of elements used. The two main types are the paper
elermant znd the metallic element.

The ''paper' elements are usually made up of a porous
cellulous material impregnated with a phenclic resin. The
impregnation is necessary to prevent destruction of the paper

that would occur when the filter medium was soaked by the oil.
At the same time, the resin also adds to the physical strengih
and stiffness of the element.
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Another advantage of this type of filter is the relatively
low cost of the element. This allows the element to te replaced
when clogging occurs, thereby bypassing a cleaning process that
would otherwise be necessary. :

The disadvantages of paper filters are that they tend tc
disintegrate at temperatures of around 200°F and some users
complain of a media migration problem (portions of the filter
media found downstream of the filter) at lower temperatures.
High temperature (up to 4060°F} elements have been developed
but have not been accepted by aircraft designers. Paper ele-
ment filters are available rated at 5 microns, nominal. In
other words, the manufacturers claim the filters will remcve
90 percent of all particles greater than 5 microns.

The metallic element filters are of the woven mesh type,
sintered woven mesh type, and sirtered powder type. Actually,
this last type might be considered a category of depth filter
except that it doesn't use absorption or adsorption, but instead
utilizes entrapment resulting from pores that form a network of
tortuous paths through the filter.

The wire mesh elements are generally made up of clos=ly

woven Type 304 Stainless Steel wire-woven in Germany. The
filter rating is varied by changing the type of weave and/or the
size of the wire. The screens are conveluted to increase the
surface area. The weave gives the filter element the effect of
depth. Wire mesh filters with an absolute rating of 15 microns
are commercially available. In size, they are slightly smaller
than equivalent paper filters. Among the advantages of this type
of filter are high temperature capabilities, greater uriformity
of pore size, minimum media migration, and greater filter dif-
ferentiai pressure capability. The latter is particularly impor-
tant as these filters will withstand a full supply pressure of
3000 psi. or even kigher. The ductility of the wire allows for
convclutivg the sheets as mentioned before. Among the disad-
vantages are the high ccst of the filter element, and a lack of
rigidity such that the convoluting process tends to vary the pore
size.

- This last limitation is corrected in the sintered wire mesh
type elements. This element is made'up by sintering the woven
wire, rolling to maintain the original size, and resintering.

This process, of course, increases the cost but further improvese
pore size uniformity and the rigidity of the unsintered screen
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type elements. However, some manufacturers have found the
sintered type to be less vibration resistant.

The sintered powder type filter elements are generally
made up of either bronze or stainiess steel powders. The
method most generally used for forming the filter entails plac-
ing the metailic powder in a mold, applying a predetermined
pressure, and then placing the mold in a sintering furnace where
bonding takes place at the points of contact through a solid-state
diffusion phenomena. To obtain uniformity and reproducibility
of the final product, the particle size distribution of the metallic
powder must be kept to within 2 percent. This is the type of fil-
ter most generally used within the servo valve. They are rated
by their manufacturers in sizes as low as 3 microns, nominal.

Since filtration occurs due to the entrapment of particles
in the tortuous pathways through the sintered powders, there is
less likelihood of long thin (fibrous) particles penetrating the
filter than in the wire-woven type. Other features of this type
of filter are high corrosion resistance and high pressure capa-
bilities. Disadvantages of the sintered powder elements are a
tendency to siough particles (Media Migration) and according to
some reports, poor sustained high temperature qualities.

d. Mégnetic Filters

Magnetic fiiters have evolved from mere magnetic traps-
‘to filters that are integral combinations of micronic filters and
magnetic fiiters. In essence, this combination is accomplished
by using a metallic screen type micronic filter as a flux return
path. Manufacturers claim filters efficiencies of as high as S0
percent on magnetic particles down to 1 micron in size. The
main advantage of the magnetic filter is its ability to remove
particles below 5 microns. The latter can cause silting and
sticking problems at the second stiage. In addition, they can
cause first-stage malfunction when wet torque motor valves are

used.

Dry torque motor serveo valves, of course, eliminate the
possibility of the magnetic particle in the oil changing the torque
motor characteristics. For high temperature applications,
however, the tendency is to still use the wet torque motor type
servo valves to eliminate the effect of high temperature differ-
entials or hot spots at critical valve components. The disadvan-
tages of this type of filter are its higher cost and larger size for

a given flow rating.

WADC TR 55-29, Pt6 39




In closing, it is to be noted that the filters described here
are not designed to be used to clean dirty oil but rather to pro--
tect a servn valve in a reasonably clean environment.

e. Filter Specifications

There are four filter specifications in various stages of
development. They are MIL-F-5504A, MIL-F-5504B, MIL-F-
25682, and MIL-F-8815. :

MIL-F-5504A is obsolete. It specifies the use of Air
Cleaner Test Dust. The filter is required to remove 98 percent
of all particles whose two smallest dimensions are greater
than 10 microns.

MIL-F-5504B is also.obsolete although it was never offi-
cially released. It differs from MIL-F-5504A in that it speci-
fies the use of glass beads as furnished by Fram Corporation.
The filter is required to remove 95 percent of all beads greater

than 10 microns.

MIL-F-25682 is the latest specification and is to super-
sede MIL-F-5504, The filter is required to remove all partxcles
greater than 25 microns. -

MIL-F-8815 is the proposed absolute 15 micron filter
specification. The specification is written to cover filters that
previously were termed 5 micron units. The filter is now re-
quired to remove all particles greater than 15 microns.

It is expected that the last two specifications will be the
ones that will be officially adopted.




CHAPTER III

STUDY OF LIFE AND RELIABILITY OF
ELECTROHYDRAULIC SERVO VALVES

A. Evaluation and Criteria

The present and predicted use of hydraulic flight control systems in
aircraft and missiles dictates the need for valid information on the relia-
bility of the components of such systems. Failure of these systems will,
or may be expected to, result in loss of the vehicle together with its human
passengers, if any. This information, for maximum usefulness, should
be in quantitative form and be applicable to the environmental conditions in
which the particular flight control system will be operating.

A review of literature on the subject of reliability indicates the
majority of authors to be in agreement with the following definition: relia-
bility is the probability that a part, component, or system will satisfac-
torily perform its intended function in a specified environment for a speci-
fied period of time. Reliability is, therefore, directly related to failure
frequency and numerically is unity minus the time integral over the speci-
fied time, of failure frequency per initial number of units for the item
being considered while it is operated-in the specified environment. Once
this information is known for each component of the system, suitable cal-
culations can be made to oredlct reliability of the flight control system as
a unit.

Although this ideal situation appears to be reasonably well defined,
certain practical factors quite often make a statistically accurate deter-
mination of component and systems reliability difficult to obtain. Not the
least of these problems is the decision as to when a failure has actually
occurred. As an example, performance of an electrohydraulic servo
valve is described by several interrelated characteristics, some or all
of which may be of importance in the particular control system where the
valve is being used.

Real1st1cally, the specifications for this parﬁcular valve should spell
out such limiting performance characteristics as are required and should
allow wide tolerances in noncritical areas of performance. As such, a
failure to meet specifications would constitute a valid failure. Ina majority
of situations, however, specifications are not soc carefully written and the
valve's characteristics must be carefuily anaiyzed to determ:ne the allow-
able variations of each in the particular operation at hand. Deterioration of

WADC TR 55-29, Pt 6 | © 4l




‘valve performance such as to cause failure in one application may not
constitute failure at all in another application.

Once practical failure criteria and operational environment have been
determined, the realization of a workable reliability figure from test data
can be attempted. Probably the most useful type of data from which relia-
bility may be calculated is failure rate as a function of time. Failure rate
information with a high level of confidence must be obtained from a large
sample of components tested to failure under the specified environmental
conditions. In most situations, this procedure is time-consuming and costly.
Furthermore, any small change in one or more environmental factors may
easily produce a major change in results. ’

‘ . An alternate and less costly test method may be used when component
reliability over a limited time is the information desired. ' A small number
of components can be tested over the desired period of time in the specified
environment, and the probability of the component operating successfully
for this period of time can be determined from test results. Level of con- -
fidence at which this probability can be stated is a function of the number of
components tested, but, in general, satisfactory results can be achieved
with 10 to 20 units. As is also true of the first test method mentioned, any
change in specified environment will, however, require that new tests be
made. ' o

- Component failure history, in general, may be expected to follow a
fairly well-defined pattern as a function of time. A relatively large rush
of early failures is to be expected due to difficulties built into the compo-
nent in manufacture. Following these, a period of time will ensue during
which failure frequency of components remaining in service will be fairly
constant. Failures will occur randomly in time, causing the number of
failures to be proportional to the number of operating components remain-
ing in the sample. The third and last phase of this pattern constitutes
those failures due to actual wearout of the component.

Because of the varied nature of failures occurring during the first
phase of this pattern, it is difficult to give it any mathematical description.
In some cases, p.rticularly those where excellent quality control is
maintained, early failures are so few as to be undetectable in the over-all
failure pattern. ' ' '

Solution of the differential equation describing failure history in the
‘second phase results in the relationship
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where R is the reliability or probability of satisfactory operétibn of the
component during the time interval t; - t, and T is the mean time to
failure during the second phase. '

Failure frequency per component at the start of the test during phase
3 of this pattern will, in general, follow a Gaussian distribution about a
mean ''wearout’ time to failure. 'An equation representing such a procedure
is ,

(t-T)%
v - - 25 ¢
T emte— € .
V2w
where Y is the failure frequancy, T is mean time to failure, t is the elapsed
operating time and S the standard deviation of the distribution curve.

(2)

Figure 9 represents a possible composite history of failure rate per
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Figﬁre 9. Idealized Composite Component Failure Frequency Distribution
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component at the start of the test shcwing effect of the three phases of this
pattern. Reliability of the unit being considered over any specific time in-
terval, t_to t, is unity minus the integral of this curve over that period of
time. In actual practice many components will exhibit a failure pattern
‘such that almost all failures are of the ""wearout' type. Others, particularly
those components that have a large number of parts or are subject {o many
inputs, may exhibit a uniform failure rate for a long period of time.

Presuming the accurate determination of component reliability, the

- mathematical determination of an accurate prediction of system reliability
from this data has been the subject of many papers. A simple ser1es com-

bination of elements results in the reliability formula. :

Ry = Ry . R, . R, . Ry...Ry (3)

T 3

where R., represents the system reliability and R represents reliability "
- of the Nth component. For a redundant or parallel combination of elements,

RT'=1-F1.F2.F3...FN | ‘ (4)

where FN represents the probability of failure of the Nth component. Wher'e '
such systems are combined and include interaction between components and
systems, the problem becomes much more complex and it is difficult to write
universal formulae to fit all situations. '

If no provision had been made in the development of a component for
testing to fa11ure or for determining percentage of failures during a specified
time, failure data can be obtained in some cases from actual field experience.
If, however, no organized plan is prea;ranged'for the recording of such
data, useful information is quite difficult to obtain. Fu.ther, if the component
is subject to wide variations in environment, it will be essentially impossible
to correlate failure history with any particular environmental stress. Hy-
draulic flight control system components, in particular the servo valve, have.
been subjected to little, if any, laboratory failure testing. Determination of
‘valve reliability must therefore be attempted from such field data as are
available, and presentation and discussion of these data will be made in a
subsequent section of this report. ‘
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B. Aircraff Applications

Electrohydraulic servo valves are being used in two general classes:
of aircraft control systems, namely stability augmentation systems and
autopilots. Although an electric motor drive has been employed in several
autopilots, the lightweight and fast response of hydraulic systems have
resulted in their use in most recent designs. '

Historically, the aerodynamic development of high-speed aircraft
has required increased consideration of means for oscillation damping in
the yaw, pitch and roll axes. Servo systems when utilized for this purpose
must provide continuous control; hence, use of eléctrohydraulic servo
valves was a logical development. To date, the major use of servo valves
in damper systems appears to be in the yaw axis. At least two companies,
North American and Lockheed, have used .ervo valves in pitch dampers
as well. No information was obtained on existence of any roll dampers as
such in production aircraft. However, on those planec containing an auto-
pilot, this mechanism serves the purpose of a roll damper.

Damper circuits are, in general, of the series type, such that the
pilot cannot feel in his control stick any control surface motion produced
by the damper. This action is usually obtained by appropriate mechanical
coupling in the form of an extensible link into the power actuator. In one
Northrcp plene, however, yaw damping is obtained by use of a split rudder.
The damper system drives one part of the rudder, the pilot having direct
control of the other part.

Those portions of the control system directly associated with thke
autopilot are usually connected in parallel with the control stick. With
this type of design, any motion of the control surfaces due to autopilot
action is reflected back to the control stick. Mechanization of this parallel
drive method has in a majority of planes been accomplished by dxrect
mechanical coupling of the autopilot actuator to the stick.

Recent introduction of the dual input valve having both mechanical
and electrical input has provided a second means of obtaining series control.
As yet, this type of valve has not had universal acceptance.  Convair is
using it in production models of one of their planes but other manufacturers
have either used it experimentally or not at all. Although use of this type of
valve reduces the number of parts in the.system, it does so at the expense
of introducing a new relatively complex part. Aircraft engineers in general
have not, therefore, been convinced that the advantages of dual input valves
outwe1gh the disadvantages.
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Whether used for stability or autopilot control, the servo valve and
its associated electronic and hydraulic system have complete or partial
control of the aircraft during its normal operation. Consideration must
therefore be given to the consequences of failure in such a system. Infor-
mation obtained during the survey phase of this contract was such as to
indicate that to date all autopilot and stability augmentation systems have

 been designed so that the plane can still be manually controlled if the auto-
matic systems were to fail.

For this condition to be met, however, requires that the plane be
aerodynamically stable without automatic control. In a few of the recent
aircraft this condition has only been marginally met. As an example, it
iz reported that failure of the yaw damper on one type of aircraft causes
relatively severe oscillations. Although this plane theoretically can be
flown to a landing ‘n this condition, pilots have been reluctant to do so.

Another possibility‘exists if one of the automatic control systems
should fail suddenly, particularly if a hard over position of the control
surfaces was the result. All systems about which information was obtained
have some form of limited authority for the damper, but if failure were
sudden, a certain finite time would be required for the pilot to become

~aware of and take action to compensate for the new conditions. In this time
interval the aircraft could possibly enter into a violent maneuver. In the
present.designs such a possibility has been prevented by the use of "G"
limiters or by switching the damper out of the control loop at critical alti-
tudes. In some aircraft, failure of the damper system results in its actua-
tor being spring recentered.

Control system design engineers in the aircraft industry essentially
agree that future high-speed aircraft wili require continuous stability
augmentation while in flight. Although this fact indicates complete dependence
on the servo valve and its associated systems, the engineers concerned with-
such problems are not at present willing to design planes with this feature.
Apparently, it is hoped that some alternate solution to the problem will be
found in time. | ‘ ’

C. Reliability Considerations

i.  Oil Contamination
. .

Because of the small orifices and relatively low forces present

in some sections of an electrohydraulic servo valve, this component

is highly susceptible to malfunction from suspended particles in the

oil. Various means of filtration and innovations in valve design have

been used to reduce the probability of failure to a low value. In
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addition, attempts have been made to establish a practical means of
measuring contamination level and in turn to determine maximum safe
levels for proper valve operation. This general subject is discussed
in detail in the oil contamination section, Chapter II of this report,
and reference is made to the material contained therein.

2. Oil Seals

A large numbér of "O"-ring seals are generally used in hydrau-

lic control systerns and these are normally quite effective. For mini-

mum or negligible leakage, careful attention must be paid to O-ring
groove and part mating surface dimensions and for this reason new
systems may experience leakage. O-rings are subject to damage from

-age, high temperature, some synthetic fluids, and nuclear radiation,

so the material used must be consistent with the type of service expected.

_ Dynamic O-ring seals are usually kepttoa minimum but when
used, the rings are subject to wear and must be periodically replaced.
Experience has indicated that O-ring leakage can in the majority of
cases be discovered by grovnd crew perscnnel before any serious A
trouble develops; however, the possibility of loss of oil while the plane

~ is airborne is always present.

3. Pumps

Aircraft type pumps of necessity must be small and lightweight.
This advantage, however, is obtained at the sacrifice of long life. The
pump manufacturers have rated their products for a specific number of
operating hours and have run life tests to prove the validity of their
claims. Apparently little trouble has been experienced with pump fail-
ure during rated lifetime since no comments of this type were made by
any aircraft manufacturers visited.

Tests made for the oil contamination phase of this contract
showed evidence of two interesting pump life characteristics. Initial
tests with a Vickers 3909 aircraft pump in a closed system resulted
in the production of powdered yellow color nonmagnetic contaminant
in the oil. Since the system was all steel except for brass parts in
the pump, it was concluded that the contaminant was brass and was
being produced by the pump. Later, additional contaminant in the
form of glass beads and AC air cleaner test dust was added to the
system. Under influence of these additives, the rate of production of
brass contamination was greatly increased and the pump failed appre-
ciably before the limit of its guarantee period.




4. Feedback Components

Several types of position feedback components are available for
use in an electrohydraulic control system. If a dc system is em-
ployed, some form of linear or rotary potentiometer would be re-
quired. Experience with wire-wound pots in this service has in
general been unsatisfactory due to wear on the contacts and wire. A

‘high resistance plastic element potentiometer has recently been intro-

duced which should eliminate the wire breakage problem. Very little
experience has been built up on this component but the majority of
comments indicated satisfactory operation.

To circumvent the wire-wound pot problem, several designs
use ac feedback with a differential transformer as the feedback com-
ponent. This system has proved satisfactory and appears to have

good reliability.

5. - Other Components

Certain other hydraulic components may be part of the con:rol
system loop, including an accumulator and one or more transfer
valves, as well as the piping, filter, heat exchanger, fittings, and
actuator. No information was obtained on the expected reliability of
these components. The problem is apparently not severe, however,
as no specific comments were received concerning their poor relia-
bility. One exception to this statement exists in the formn of O-ring
or packing leakage on actuators and is an example of the difficulty in
obtaining a good dynamic seal.

- D. Valve Failure Data Analysis

Following a preliminary investigation of the field, it became apparent
that only a limited amount of information was available on servo valve
failure history. Although two sources of such data were found, no organ-
ized program existed for the obtaining and processing of same. As a
result, such information as was obtained was uncoordinated and only of
preliminary value. '

Each manufacturer of servo valves may be expected to have a certain
number of valves returned from every shipment. Reasons for these returns
are many and varied and in many cases are not related to a valve failure
as such. Two manufacturers cooperated by providing information on their
returned valves, one to the extent of allowing his records to be examined
by project personnel. Results from both companies were quite similar and
have been edited for presentation in the following table. The percentage
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Reasons for Failure Failure Distribution Percentage Return
' Wet Motor Dry Motor = Wet Motor Dry Motor
. (percent) (percent)

1. Torque motor - 38.2 0.0 3.62 3.00
contaminated ' ' :

2. First-stage 1.7 2.2 - 0.16 0.07
openings plugged

3. O-ring leakage : 39.2 37.8 3.72 1.20
(external) ‘

4. Defective co.l . 4.2 22.7 0. 40 0.72

5. Excess spool friction 5.6 8.2 0.53 0.26

6. Null off center 2.7 2.2 0.27 - 0.07

7. Valve noisy . 3.2 . 10. 4 0.30 - 0.33

8. Damaged flapper 0.5 . 10.4 0.05 - 0.33

9. Miscellaneous 4.7 6.1 0. 45 10.19

of valves returned because of failures on incoming inspection at the user's
plant, during systemn inspection at the user's plant, or in the aircraft before
transferral to the armed services, varied between 3.2 and 9.5 percent.
Reasons for returned valves in situations where a failure during inspection
or operation was indicated, together with approximate percentage in each
category, are shown in the above tabulation. In all cases, the valves were
of the two-stage type with double nozzle flapper first stage and spring
restrained spool second stage. '

Reference to Item 1 of the above tabulauon shows the apparent ad-
vanta.ge in improved reliability of the dry torque motor valve. Since the
percentage cf the latter type of valve which was returned was less than
one-half that of the percentage of wet torque motor valves returned, this
advantage is furt.her confirmed.

_ Of the remaining failure mechanisms, O-ring failure is the most
prevalent. Although many such failures result only in slow leakage and are
not catastrophic, improved O-ring performance would be desirable.
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It is interesting to note that cons:derable effort is now being spent
on a study of the servo valve's first- stage susceptibility to contaminated
oil. If the above tabulation is any indication, only a relatively small amount
of trouble may be expected from this sou~ce when oil such as is to be found
in moust valve users' test stands and newly finished equipment is employed.

A second source of valve failure information was the aircraft and
autopilot manufacturers. Although it was initially hoped that a large amount
of data wouid be obtained from this source, only one company made any
effort to correlate what meager records they had. As a result, the data
collected consist essentially of those facts recited from the background and
experience of the engineers interviewed.

A total of five aircraft manufacturing companies were visited on this
phase of the contract. One had no comments relative to use of servo valves
in airplanes. A second was expériencing considerable difficulty with the

- problem of keeping the hydraulic oil free of contamination. Sintered bronze
fiiters were being used but a change to sintered woven steel filters was
contemplated. As a result of the dirty oil, servo valve life was quite short,
in many instances less than 100 hours. Source or type of contamination

being produced had not been determined but work was being done along these i.

lines.

The third company reported no significant difficulty with servo
valves and expected the valves to'last as long as the plane. Service life of
the planc was expected to be approximately 2000 hours. A fourth company
expected and was obtaining a service life of 500 hours from servo valves.
Over a period of two years, they had 29 valve failures in 1200 installations.

This company operates all valves for at least 25 hours before installing them
in a plane. ‘

The fifth company had not used servo valves in a variety of applica-
tions but had installed one valve in the yaw damper in each of 840 planes.
Out of these installations, only five valve failures have occurred. There
have also been 83 failures due to actuator leakage, 30 feedback potentiom-
eter failures, and 2 failures -because of contaminated oil. Maximum flight
time on any one valve has been 250 hours. '

All of the valves discussed above were of the conventional single
electrical input type, although as far as the users experience is concerned,
no attermnpt was made to distinguish between products of the various valve
manufacturers. As mentioned earlier, only one production application of
the dual input type of valve is believed to exist at present. The manufac-
turer supplying valves for this application reported that no valves had been
returned for failures which had occurred after the initial 10 hours of
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operation. Approximately 1300 of these valves had been sthped at t.he time
the mformatzon was obtained. »

E. Means of Improving Life and Reliability

Analysis of the valve's operation and experimental evidence indicates
that high contamination levels in the o0il tend to cause rapid malfiunction of
the vaive. Althoagh adequate filtration apparently reduces this problem to
one of small magnitude in most systems, an improvement in the valve's
ability to operate with dirty oil would definitely imprcve system reliability.
As explained in Chapter I of this report, two vulnerable locations are the
nozzle-flapper orifice and the second- stage spool. Several means have been
prcposed to reduce the contamination sensitivity of the double nozzle flapper
first-stage, spring centered second-stage valve. A dlscussmn of the major-
ity of these means xollows

(1) Dual First Stage

Use of a dual, parallel first stage can theoretically increase
valve reliability in accordance with the expression for redundant
elements, provided that means are available for switching from the
disabled element to the remaining good element at the appropriate
time. Such a switching circuit would of necessity introduce some
complexity of its own. A simpler but somewhat less reliable arrange-
ment would be to use two first stages mclud.mg nozzles and flappers
directly in parallel. Both stages would operate together normally.
1f one nozzle or orifice should plug and disable one stage, continued °
operation of the parallel stage should provide sufficiently acceptable
control until such txme as the aircraft could be landed and repairs
made.

Although this approach would improve reliability over ‘hat of
a single first-stage valve, the improvement may not be as great as
expected. Reason for this statement lies in the fact that operation of
the two first stages will not be independent. Both will be subject to
the same contaminated oil and even if separate filters are used pre-
ceding each stage, both may be expected to clog in a similar man-
ner. Itis probable, therefofe, that the time interval between dis~-
ablement of one stage and disablement of the parallel stage would
usually be relatively small

(2) Larger T«.arque Motor

Use of a larger torque motor permits application of greater
f1rst-stage pressures and in turn results in greater forces applied
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to the spool. From the standpeint of improved reliability and reduction

of coulomb friction effects on the spool, a large torque motor is
desirable. It does, ~howevex_', result in a larger and heavier valve
which for some applications would be prohibitive.

(3) Time Modulated First Stage

The application of a time modylated signal to a properly de-
signed torque motor and flapper, instead of the conventional propor-
tional signal, appears to have sorne advantages from the standpoint
of improved reliability in both the first and second stage. Although
such has not been proved, it is believed that the periodic flapper
motion from one nozzle to the other will tend to flush particles of a
larger size through these orifices than would occur with the nominally
centered flapper of a conventional valve.

Since, except for the transit time, the flapper is hard against
one nozzle or the other at all times, pressure supplied to move the
spool is always maximum. Also, because of flapper motion, an effec-
tive dither action is produced within the valve. Susceptibility of this
valve to spool stiction is therefore appreciably less than a valve with
the conventional proportional first stage. Reliability of the system
is not, however, improved to the extent inferred, since the electronic
circuitry asscociated with this valve is complicated by the necessary
addition of the amplitude modulated multivibrator. Also, the valve
contains no spool springs or means of internal feedback and must be
operated closed loop with proper compvensating networks in the feed-
‘back path to maintain stability.

(4) Jet Pipe First Stage

Recent developments have included a valve using a jet pipe first
stage. From the standpoint of its ability to operate with contaminated
cil, this valve appears to have some relative advantages. These are
(a) a single large first-stage orifice, (b) balance first-stage oil pas-
sages with only one filter, and (c) relatively high pressures available
to the spool. Although the diameter of jet used is smaller thana
conventional valve nozzle, it is approximately five to seven times as
large as the minimum dimension of the cylindrical nvzzle-flapper ori-
fice. One filter in the supply to the jet is required rather than one in
the supply to each nozzle as in the conventional valve, which fact
should improve iirst-stage balance. '
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(5) Modificatidns

Certain modifications can be applied to a conventional valve
which appear tuv offer advantages in improved reliability from oil con-
tamination effects. Larger spool forces can be obtained by use of a
large diameter spool. This action alone would resuit in greater flow
forces and larger spool mass, but by use of slotting and drilled-out
spool ends, both items could be reduced to their former values.

‘ Spool forces could also be increased by use of flow force com-
pensation, but such action can be taken only at the expense of modi-
fying the valve's static and dynamic response. Another possible modi-
fication would be the u:ze of nozzles with reduced diameter. This ac-
tion may be expected to produce greater differential pressure on the
spool for a given amount of differential current. It will also, how-
ever, affect the no-load time constant and have other secondary in- ‘
fluences which may be detrimental to valve performance. Most manu-
facturers use a nozzle diameter of approximately 0. 02 inch which has
apparently proved optimum.

In addition to effects of contaminated oil on the servo valve, failure
of other componer:*s in the control loop must also be considered in the over-
all goal of improved reliability. As mentioned earlier, failure of wire-
wound sliding cortact feedback potentiometers has presented a problem in
electrical feedback to the amplifier. This problem may be circumvented by
elimination of the electrical feedback and substitution of direct mechanical

feedback from the actuator to the torque motor armature. At leas! ;1e manu-

facturer has such a unit avallable and it appears to offer some 1m1..;ovement
in system reliability.

Anotker philosbphy which has been used in an attempt to improve con-
trol system reliability involves the use of complete orv pariiaiiy complete
dual systems. If the necessary added weight and increased space can be
toierated, this scheme improves reliability in accordance with the formula
for redundant elements, as presented in Section A of this report.

In the past, choice of which of two parallel systems was being used
was at the direction of the pilot. With present and future high performance
aircraft this cannot be done and automatic means must be provided for
sensing failure in one system and rapidly switching to the other. One auto-
pilet manufacturer has proposed a situation where three parallel systems
are used. The output of each is sensed individually and the aircraft auto-
matically placed under the controi of the two which most nearly agree.
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Each of the several schemes described above should in one or more
ways improve reliability of aircraft hydraulic flight control systems. In
turn, each has certain disadvantages which must be weighed against the
improvements. At present not a great deal of accurate information is
known about the reliability of an electrohydraulic servo valve and other sys-
tem components, particularly as a function of the various environments
they must encounter. A combination of experience and reasoning has led
engineers to those areas of valve design where improvements could be made
which should increase reliability. This effort needs to be supplemented
by a large amount of statistical information; for optimum design of future
aircraft control systems, considerable work must be done in this direction.

F.  Life Test

°

1. Life Test Philsophy

Failure of a part due to wear occurs as a function of time and
environment with a Gaussian distribution about some mean life time
under steady-state environmental conditions. Since a servo valve is
composed of several parts, a mean wearout time for each part may
be expected, although the first part to wear out will of course cause
the valve to €ail. : ' ' : '

In a gencral view, one may consider time as one of the several
concurrent environmental factors to which a valve is subjected. As
such, any test procedure designed to measure life characteristics
would logically result in a relationship between life and intensity of
the particular characteristic including time being considered. As in-
dicated above, this relationship should be in the form of a Gaussian
distribution.

From a practical viewpoint, except for time, a majority of the
environmental characteristics will reach and not exceed some maxi-
mum value of intensity. Using these maximum values, a test could
be run which would provide failure or "wearout' information as a
function of time under maximum intensity environmental conditions.
To be of value, this test would of necessity have to be conducted under
conditions known to exist in the specific application of interest. De-
viation from these conditions could materially change the resuits

2. Wear Measurement Methods
- Several methods were considered for detéi'fnining spool and

sleeve wear, and the resultant effect of this wear on valve perform-
ance. These may be grouped into three categories: (1) radioisctope
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techniques, (2) direct phys1ca1 techniques, and (3) valve performance
measurements. :

a. Radioisotope Techniques

P G
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One means of determining the amount of total wear on
either the spool and/or its mating sleeve involves the irradia-
tion of these parts by neutrons in a reactor. The parts would
then be placed back in the valve and the valve operated in a
closed system with small oil volume. Amount of wear would
be determined by a count of the radioactive isotopes in the oil
after specified periods of valve operation.

This method has the advantage that a wear rate may be
determined after a relatively small number of hours of valve
operation. For proper use, however, these data must be re-
lated to a wear pattérn and, in turn, to a relationship between
wear and valve life for the particular valve being tested. -

Disadvantages of the method include the uncertainty intro-
duced by the assumption that all radicactive wear particles will
be evenly distributed in the oil, since particle traps could exist
in the system piping and cause error in the resultant measure-
ments. Another disadvantage is the fact that this method does’

not determine the location of wear but is useful only in measuring - -

total amount of wear. In addition, since at least one part of the
valve will be radioactive, certain mlmmum handling precautmns
must be observed.

b. Direct Physical Methods

Direct physical methods include both optical and mechani-
cal measurement techniques. Diametral clearances in a major-
ity of servo valves are of the order of 0.0001 to 0.0002 inch and
tolerances of lineal dimensions at the orifice edges are of an
equivalent order of magnitude. For wear measurements to be
significant, it was felt that accuracies at least as good as 10 per-
cent of the clearances and tolerance dimensions would be re-
quired. This accuracy requirement eliminates a majority of the
conventionally employed optical and mechanical wear measure-
ment methods. In addition, the cylindrical shape of the spool and
the importance of ascertaining wear on the square land edges
further complicates the measurement task. After a limited
investigation involving microscopic examination, optical com-
parators, and devices for measuring surface roughness, it was
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concluded that within the economic limits of the contract, no
satisfactory optical or mechanical devices were available for
wear measurements on the spool and/or sleeve.

\ .
c. Valve Performance Measurements

Since the effects of wear on valve performance rather than
the wear pattern itself are of direct interest, measurement of
deviation in performance from initial results as a function of
valve use should provide the desired data directly. Of the sev-
eral performance criteria normally measured, quiescent flow or
leakage appears to be most closely linked with the effects of
spool and sleeve wear. In certain applications, particularly
those employing small capacity power supplies, minimum leak-
age is of primary importance.

3. Test Procedufe

_ As an example of this latter type of test, the following prccedure
was devised to obtain information on servo valve life as demoustrated
by spool wear. :

The valve was manifolded in the conventional manner and the
output ports connected directly together. Provision was included,
however, for removing this short circuit connection and blocking
the ports so that valve lea.kage or quiescent flow could be measured.

Environmental conditions were maxnta.med within #5 percent
of the following nominal values: :

(1)  Supply pressure . 3000 psi
(2) 0Oil temi)erature 125°F
(3) Ambient temperature 72°F

Oil used in the test system was MIL~0O-5606 and filtration em-

- ployed consisted of {1) a magnetic filter, (2) a 25 micron screen, (3)
a nominal 10 micron paper filter, and (4) a nominal 5 micron paper
filter. A microscopic analysis of the oil using procedures presently
being considered by the A6 cominittee of the SAE resulted in a particle
count per 100 milliliters of oil of 1200 particles greater than 25 mi-
crons in size and 16, 000 particles between 5 and 25 microns. Particles
less than 5 microns were not counted but the number was much higher
than for either of the other aize ranges.
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The actual test procedure consisted of an initial measurement
of valve quiescent flow. Following this measurement, a sine wave
signal of 30 percent rated differential current amplitude and a fre-
quency of 4 cps was applied to the torque motor. Stated environment
was maintained and the process stopped aiter approximately 400,000,
700,000, and 1,000,00C cycles of operation. Each time quiescent
flow of the valve was remeasured under identical conditions, the
premise being that any significant effects of wear would be evidenced
by increased leakage. ' ‘

4. Evaluation of Test Results

The valve employed in these tests was a Moog Model 21-100
which employs the conventional two-stage nozzle flapper design with
¢ dry torque motor. Results of quiescent flow measurements in ac-
cordance with the above procedure are shown on Figure 10. A=
indicated, the initial flow was approximately 25 percent less than the
flow measured at 400, 000 cycles. Subsequent measurements at
700,000 and 1,000,000 cycles showed negligible change in quiescent
flow. :
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Figure 10. Quiescent Flow vs. Differential Current for Moog 21-100 Valve
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Since only one unit was tested, the statistical value of the re-

- sults is negligible and no conclusicns can be drawn relative to the
effects or spool and sleeve wear. However, the procedure employed
-seems satisfactory and given a sufficiently large sample, it is expect-
ed that significant conclusions could be reached. Any change in

environment would require that new tests be run. ' ‘
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CHAPTER IV

EFFECTS OF NUCLEAR RADIATION ON ELECTROHYDRAULIC
SERVO VALVES AND ASSOCIATED CONTROL COMPONENTS

One of the probable r;'.quirements of flight control systems in future
aircraft is that they be capable of subsisting and operating in nuclear-

- radiation environments. Two sources of nuclear radiation are anticipated.

One of these is the nuclear powerplant in the aircraft itself, and the second
is radiation emanating from nuclear bomb blasts. Both of these are apt to
subject the airplane to relatively large amounts of nuclear radiation, al-
though at much differert dose rates. For instance, the bomb blast may
subject the aircraft to a particular dose in a matter of seconds that takes
several hundred hours to accrue as a result of radiation from the power-
plant. Thus, not only the dosage but also dose rate may be an important
consideration in component design and selection.

There are two different approaches to this problem. One of these is
to provide sufficient shielding to reduce the radiation level to an acceptable
level while the second is to develop components that can withstand suffi-
ciently large amounts of radiation. The high weight penalty of the former

precludes its general use except for protecting personnel within the vehicle.

Thus, the major emphasis must be placed on developing materials and com-~
ponents which will withstand the radiation levels expected.

Little information is presently available on the radiation levels ex-
pected, as many of the airframe designs are still in a preliminary stage.
Datz which a~e availatle are clagsified and cannot b2 listed here. How-
ever, gufficient published infsrmation is available to permit the conclusion
that material which absorbs an equivalent dosage of 108 rads probably will
have considerable utility in airborne application. By an equivalent dosage
is meant the amount of gamma radiation and neutron flux, singularly or in
combination, that can cause the same amount of darnage in a material.
Such a term is an approximation at best, but is particularly useful for the
dosages in the range listed above, where damage is the result of excitation

and ionization, whether it be caused initially by neutron flux or gamma
radiation. '

It was the purpose of this task to mvesugate the problems associated -

‘with operating electrohydraulic servo valves and associated equipment in a

nuclear environment and ¢n test a guitable unit under gamnia radiatinn.
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The associated equipment of primary interest were the actuator to which the
valve is manifolded, and the feedback sensor connected to the actuator.,

The program had the following objectives:'

(1} From a literature survey and visits to cognizant organizations:

(a) Determine the nature and dose rate of the radiatibn ex-
pected from the two sources, nuclear powerplants and bomb
blasts.

(b) Ascertain what materials and fluids are best suited for
airborne hydraulic equipment operating under nuclear radiaiion,
and determine what hydraulic components were commercially
available that could be used for the test program.

(2) Design, select, and fabricate an assembly consisting of a servo
valve, actuator, and feedhack sensor which appears suitable for
operating in airborne nuclear environment. :

(3) Formulate a test program for evaluating the capzbilities of the
_ above unit under gamma radiation and perform the necessary testing
in the Cook Electric Company Cobalt facility.

The following sections describe the results of this work.

The Materials and Design Problem

3

1. Anticipated Radiation a.nd:Temperature Levels

As of the time of this writing, no Air Force specifications had

‘bee. establizlice ou the nature and maguitude of radiation ievels of
nuclear aircraft. Somc data are available on anticipated levels but
this information i quite speculative in that final aircraft and propul-
sion systems designs have not been fixed. For the above reason, and
because such data would require classification of this report, they
will not be lised bere. However, this information was used as a
yardstick in evaluating and selecting components for this investigation.
As indicated in the Introduction,-published data indicate that an
equivalent dosage of 108 rads is a good figure for determining the
suitability of materials for general aircraft use.

Although the statement of the problem for this task did not
include any reference to interreactior of the nuclear and temperature
environments, it became quickly evident from: the initialinsextigations
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that the temperature problem, which is briefly discussed in TR 55-29,
Part V, could not easily be separated from the nuclear-radiaticn prob-

lem as both would exist simuitaneously in 2 nuclear airplane.

A study of the interreactions of these two environments must
eventually be made if satisfactory component designs are to be ac-
complished. Thus, while no effort was spent in this study investigat-
ing these interreactions, components were selected that could with-
stand high temperatures as well as high nuclear-radiation levels for
probable use in future investigations. The temperature range con-
sidered was 400° to 1000°F,

2. Servo Valve-Actuator-Feedback Sensor Design Problem

Figure 11 is a schematic of a typical valve-actrator assembly,
illustrating critical points insofar as nurlear radiation is concerned.
In general, these are also the critical points when high temperature
-applications are considered.

Figure 11. Parts of Valve-Astuator Assembly Most Suisceptible to
Radiztion Damage ’
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Little difficulty is expected with metallic materials from the
radiation dosages under consideration. This should be the case
whether the parts be built of steel, aluminum, beryllium, copper,
etc. '

Concerning the electrohydraulic servo valve, difficult problem
areas are static O-rings used throughout the valve for sealing pur-
poses and on the manifold between valve and actuator. MNo dynamic.
seals are employed in servo valves.

Another possible trouble source in the servo valve is the torque
motor, which requires insulation around coil and lead-in wires.

The main problem areas of the actuator, besides the manifold
sealing problem already mentioned, ceater around the dyrnamic seals,
both on the piston and on the output shaft. Although the sketch shows
a double ended actuator, the type most commonly used employs only
one shaft, thus requiring only one shaft seal.

" The feedback sensor may be ac or dc excited. In either case,
insulation around coil wires and lead-in wires presents the main
difficulty. DC potentiometers also employ insulation between the
wiper and wiper arm which may be radiation sensitive.

In addition to the above components, the other major source of
difficulty is presented by the fluid medium. Mineral based fiuids are
particularly susceptibie to nuclear radiation and cannot be used.

State of the Art Survey
1. Matefials and Fluids

From the foregoing discussion it canv be seen thaf: items of most
concern in the design and selection of co—'uponents for the valve actua-
tor feedback sensor assembly are: '

(1 Static and dynamic seals

(2} Wire i.nsulation

{(3) Working fluidg.

The remainder of the elements are metallic in nature and should

not pose a serious problem for the radiatinn dosages uwnder considera-
tion.
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Various seal materials and elastomers have beer irradiated in
both reactors and gamma facilities during the last few years. and for
the most part, being organic in nature, they have demonstrated a very
low resistance to nuclear radiation. However, two materials, Viton A
and Buna N, have shown a-.considerable resistance to radiation, having
25_percent radiation'damage levels of 1 x 108 rads or better. (In this
case the 25 percent threshold level indicates the point at which any one
of the following properties of the material deteriorates beyond military
specifications: stress relaxation, elongation, tensile strength and
shore durometer hardness}. Viton A, however, has a much higher
resistance to high temperature of the two and is therefore receiving
greatest attention at present. '

Other high temperature materials such as teflon and the silicones
have demonstrated a considerable weakness to nuclear radiation. Table
V lists approximate temperature and radiation damage levels for some
of the best known seal materials. ‘ ‘

The type of material best suited for a particular application de-
pends on the design of the seal. Viton A and Buna N appear best suited
for O-rings while glass tefion might be used for backup rings, if
needed. Packing type seals used for dynamic sealing may require
ceramic asbestos, metallic asbestos, or pliable metallic materials.
Of course, stainless steel O-rings and reed type sealing elements are
available for static and dynamic sealing, respectively, but it does not
appear that these have reached the state of development to sahsfy all
leakage req\urements - :

Various types of wire insulation are under study and investiga-
tion for nuclear application. Among those found suitable for the pres-
ent 2tu iy were Jlumirem and maguesium oxide, pelyethylene, and
¥l is3 without boron. The oxides, in addition, have the advantage of
having very high temperature capabilities. Other insulating materials
such as mica, porcelain, and quartz have high radiation and high
temperature resistances, but are difficult to acquire in a form suitable
for wire insulation. Conventional electrical insulating materials kave
been found unsatisfactory.

Most oi the fluids presently in use in hydraulic systems are un-
satisfactory for radiation environments. Mineral based oils, in par-
ticular, break down quickly under radiation. The very high tempera-
ture silicones are not much better. :

The best radiation resistance has beeun offzred by MIJ.-0-8209,
a silicate ester which has been operated successfully at dosages
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exceeding 3 x .108 rads. OS- 45 “another silicate ester, has not proved
as satisfactory although it is superior to mineral based oils by a large
margin.

2.  Components

Very little is presently available in the form of components
developed specially for nuclear-radiation application. Most of the
present effort is concerned with irradiating standard components and
fluids under static and dynamic conditions to determine their radiation

- limits. This process is called screening and has provided some in-

~ teresting data. For instance, it was found that certain materials and
oils behave more satisfactorily when operated dynamically than when
operated statically. For oils this may be explained by noting that an
increase in viscosity caused by polymerization during irradiation is
counteracted by a decrease in viscosity due to working of the oil.

Convair has tested in their Fort Worth reactor a simple hydrau-
lic circuit using a Vickers pump which discharged oil through a fixed
orifice. The only pump modifications consisted of the replacement of

~ the standard organic seal inside the pump with one made of Buna N.
0S-45 o0il manufactured by Monsanto Chemical Company was used. The
system received an integrated dose of 2 x 10’ rep and operated nor-
mally throughout the test. Visual inspection upon completion of the
test indicated no abnormal wear or formation of varnishes or sludges
on the internal pump components. A slight increase in viscosity,
flash point, panel coking, and acidity were found. ‘

Convair also has tested a group of sta.ndard differential trans-
formers to an approximate dosage of 4 x 107 r gamma radiation and
1 x 1075 nvt of neutrans in the energy raage of 2,3 mev with no detect-
#vle deterioratiur in performance. No sperial insulation was used.

Lockheed Marietta Division has irradiated a {flight actuator and o .

servo valve in the Cobalt 60 facility of Cook Electric Company to a
dosage of 5 x 107 This equipment was fabricated from standard
parts and operated at an q ?v'temperatx1re of 200°F. A Cadillac Gage

FC-2 servo valve was used in combination with a F 104 yaw damper
actuator. MIL-O-8200 oil was supplied by a New York Air Brake
pump driven by a General Electric 3 hp induction motor. A piston
type accumulator was used. The oil was filtered by a 10 mxc‘on
Aircraft Porous Media filter.
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Viton A O-rings were used in the pump, actuator and accumula-
tor. The accumulator backup rings were made of a Viton A asbestos
compound. Woven glass and polyethylene were employed for electri-
cal insulation.

The system was operated dynamically and excited by a random
noise generator. Scme of the pertinent test results were:

(1) The rate of gassing of the oil was low.

{2)  Teflon backup rmgs used on the actuator were still intact
but brittle.

(3)  The Viton A material was pliable at the end of the test but
developed a compression set.

(4) The accumulator lost its chai"ge due to coke buildup on the
internal surfaces. (This unit is perhaps one of the components
- most difficult to design for nuclear application.)

(5) The viscosity of the oil showed little change.

- Lockheed plans to irradiate the same system ir their new nuclear
reactor. A 400CF test in the reactor is also planned.

The Nuclear Section of the Flight Control Laboratory at Wright
Air Development Center is presently conducting a screening program of
control components and instrumentation used in military aircraft.
However, no valves or actuators, other than the ones described herein,
have been irradiated as yet. The irradiation of the differential trans-
formers discussed earlier is part of that program.

L. F.xperim ol Lrogram

1. Plan of Attack

The experimental program can be divided into four parts: selec-
tion of components to be tested, d2sign and fabrication of the test
stand, formulation of the test procedures, and finally the conducting
of tests in the Cobalt 60 gamma facility.

‘"The equipment to be irradiated included an electrohydraulic
servo valve, a linear displacement actuator, and a feedback sensor.
This equipment was to be operated as part of a closed loop servo with
the electronics located outside the radiation ceil.
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The actuator was to be loaded by a spring-mass combination of
a suitable size to create large load pressures in the valve when excited
by sinusoidal inputs. In addition, it was necessary that the mass oil
resonant frequency be sufficiently low so that compressibility variations
due to oil gassing and changes in valve characteristics could be detect-
ed. Since the load was also subjected to radiation, it was important
that it employ no materials of low nuclear-radiation resistance.

A hydraulic supply, to be located outside tke radiation cell,
was also required. This unit was to have a capability of providing
flows of 3 gpm at 3000 psi and should have automatic shutoff capability
in the event of leakage or other system failure to permit unattended

testing.

The components to be tested were to be operated dynamically
with varying inputs simulating actual operation in an airplane. Both

'static and dynamic performance checks were to be made periodically

to detect any deterioration of components during the progress of the
irradiation of the equipment under test. :

2. Desxzn and Selection of Components

Because of economic limitations of this prog'ram, no development

"of new components could be considered. Instead, the design of the

assembly had to be based on existing component designs, although
material substitution and minor redesign could be permitted where
necessary. Fortunately, a sufficiently large number of advanced
designs have been developed for high temperature applications which

. could ke applied to this problem with only the need for minor material

substitutions. Generally speaking, components and materials that have
2 hichh temperature resintance are zalso suitable for nucleay application.
Thn following l.3cussion brieily describes the componenfs selected and

‘alternatives that were cons1dered

a. Electrohydraulic Servo Valve

As discussed earlier, the standard servo valve employs a
number of QO-rings which are used as s‘atic seals. For nuclear-
radiation application these must either be eliminated or made of
radiation resistant materials. The complete elimination of the
O-rings involves a major redesign in most cases and therefore
was not specified for the valves selected. Special radiation re-
sistance materials were specified for both O-rings and coil
insulation.
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Three valves were considered for this program, the
Cadillac Gage FC-2 and FC-200, and the Moog high temperature
‘valve. A special stainless steel version of the FC-2 valve had
been operated successfully for several hours at temperatures in
excess of 500°F, using Viton A seals. However, its high price
and long delivery time elitninated it from further consideration.

An FC-200 valve was ordered but canceled by mutual agree-
menrt when it became clear that Cadillac Gage could not deliver
the valve in time for tests. Viton A and glass had been specified
for the O-rings and wire insulation, respectively. The coil was
to have been wound with silver wire on an American Lava alsi-
mag No. 196 (magnesium silicate) coil form. The use of plastic
or organic materials was not allowed. :

The valve ordered from Moog (see Figure 12) is a version
of the 400°F high temperature valve and was delivered for test-
" ing. All O-rings are made of Viton A. The torque rnotor coil is
‘constructed of copper wire coated with boron-free ceramic and
silicon insulation.

Figure 12. Moog Valve for a Nuclear Environment
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b. "Actuator

The main problem in selecting hydraulic actuator designs
for a high temperature nuclear environment revolves around
the rod end seals. The piston scals arc not a serious problem
since the leakage ccross them is internal. Metallic piston rings,
which reduce leakage across the pxaton sufficiently to eliminate
dynamic resporse difficulties, are the best choice as they are
highly radiation resistant and can withstand high temperatures.

In most actuator designs the static seals, except for

those on the manifold, can be eliminated. Metallic O-rings or

Viton A O-rings may be used for the manifold.

The rod seals must provide positive sealing without ex-
cessive friction and must have reasonably good life character-
istics. (In this case life may be defined as the time period
elapsed until the leakage becomes excessive).

A number of actuator designs were investigated from the

standpoint of the rod sealing problem. Among thesc were:

{1} The standard aircraft actuator, in which the organic
O-rings used as rod seals were repiaced by Viton A or
Buna N substitutes. ‘

(2) An industrial design that employs a conventional
stuffing box with a packing gland, preferably of the spring
loaded type, to drop the entire cyhnder pressure. The
sealing m-*enal is metallic.

| (3) An actuator employing the new reed fype sealé such
as those manufactured by Fulton Sylphon Division.

(4) . A two-stage pressure drop design in which piston
rings are employed to drop the cylinder pressure to drain
pressure, and then a bellows, the ends of which are fas-
tened by leakproof fits to the housing and shaft, to seal
the drain pressure.

(5) A second two-stage pressure drop design employing

- 2 high pressure drop bushing to drop the cylinder pressure
to drain pressure, and then a stuffing box to seal the drain
pressure.
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All of the above designs would probably provide satisfac-
tory operation for a reasonably long time period. However, it
appears that the two-stage pressure drop seal typified by (4)
and (5), although somewhat more complex than the others,
offers the most from the standpoint of reliability and long life.
Design (1) is a stopgap type at most, as the Viton A or Buna N
seals should detericrate considerably more rapidly when used
as dynamic seals rather than static seals. Design (2) poses a
friction problem and, in addition, requires frequent servicing.
Design (2) requires extremely smooth shaft finishes and has not
received sufficient service experience to warrant consideration
here.

The two-stage pressure drop design has the advantage
that if the drain seal became defecidve, the control actuator is
not disabled. In addition, small leaks can usuaily be detected
before complete seal rupture occurs, thus permitting the re-
placement of the seal before failure. Design (5} appears supe-
rior tc (4} in that bellows are not yet available that will provide
the necessary long strokes without exposing large areas to
drain pressure. These create steady~state forces on thc
actuator shaft which can be balanced out for normal operating
drain pressures in single ended actuators by adjusting the
cylinder to shaft diameter ratio. Pressure surges, however,
upset this balance and subject the actuator to large unbalancing
. forces. "

The stuffing box does not present this problem, and, in
addition, operates with relatively small friction loads at the
low drain pressures.

An actuator incorporating the features of the latter de-
sign is manufactured by Aeroproducts Operations, Allison
Division, General Motors (see Figure 13) and was purchased
for this program. The actuator design has been employed in
an aircraft turbine engine exhaust nozzle control at ambient
temperatures up to 1000°F.

The all-metallic sea! design utilizes self-energizing metal
O-rings for the static seals and metal chevron scals composed
of stainless steel ribbon, asbestos fibers, and mica flakes for
the low pressure seal. The actuator iz rated for 3000 psi, has
a 1-1/2 inzh bore, a 2 inch stroke and a 7/8 inch rod. Piston
sealing iz accomplished by a single, 2 piece cast iron piston
ring. Piston rod and head are chrome plated
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Figure 13. Aeroproducts Operation, Allison Division,
: General Motors Hydraulic Actuator

C. Feedkack Sensor

A linear motion ac pickofi was chosen for this application
to obviate problerns that might arise due to potentionieter wear
during tests. A unit empioying anodized aluminum magnet wire
was purchased from Schaevitz Engineering. They also provided
price qguctations on units using glass insulation, but these were

. rejected when it was found that the glass was not completely
- free of boron. : : ’ :

Other organizations were contacted with regard to linear
motion pickeffs, but no other quotations were received
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Design and Fabrication of Test Stand
a.  Hydraulic Supply

The hydraulic supply is 2 complete packaged unit and is
separate from the load setup. It consists of a 5 horsepower
motor driving a Vickers Aircraft type hydraulic pump with flow
capability of 3 gallons per minute at 3000 psi pressure (see
Figure 14). The reservoir has a capacity of 1-1/4 gallons.

Figure 14. Hvdraulic Suﬁply Assembly

The system oil is continuously filtered with 2-5 micron and

10 micron metallic filters manufactured by Purolator Products,
Incorporated. Provision is made foi.cleaning the filters with~
out the necessity of a shutdown. The pump. motor, heat ex-
changer, reservoir, relief valve, filters, thermometer and

pressure gages are all mounted cn'a 4 foot long 12 inch channel.
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This assembly will be located outside of the test cell and it will
not be subjected to radiation, '

For safety reasons and to allow the system to operate
unattended, an extra relief valve which serves as a safety valve
is used and set for 50 psi above the operating pressure. In
addition, '

a reser-
voir low
level and
high tem-
perature
electrical
switch
wired in
series with
the motor
starter is
incorpo-
rated to

shut the sys-
-tem down in
the event of
leakage or
high oil tem-
perature.
MIL-0-8200
fluid was
selected as
the hydraulic

oil.

b. Load
Setup ’
The lcad

for the actuator
consists of a

50 pound mass
restrained hy
two centering
springs (see
Figure 15).

The mass Figure 15, DynamirSprin-g Maes Lgad Assembly » : ;
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is clamped to a 1 inch shaft that extends through the center of
each coil spring. The shaft then is supported and guided at

' both ends by linear ball bearings. The shaft is secured to the
~actuator by means of a coupling.” Both the actuator and load

assembly are bolted to a 4-1/2 foot long 8 inch aluminum chan-
nel. The channel is mounted vertically and is supported by two
beams. Itis mounted in this manner to permit placement of the
valve actuator as close to the Cobalt 60 source as possible so
that a maximum radiation dosage rate may be obtained. The
dosage rate is inversely proportional to the square of the dis-
tance from the source and at the location of the valve actuator
assembly has 2 magnitude of 5% 107 rs.

c. Instrumentation and Control

A block diagram of the control éystem is shown in Figure
16. The amplifier oscillator and demodulator are part of a

 eenvo servo | - MYDRAULIC SPRING

FEEDBACK SIGNAL

> ‘tER | MASS
AMPLIFIER |AMPL|HER ACTUATOR | > e

) OIFFERENTIAL
e
DEMODULATOR TRANSFORMER

OSCILLATOR |

Figure 16. Block Diagram of Simulated Control System

package sold commercially by Raymond Atchley. It was neces-

sary, however, to redesign the output stage of the amplifier and '

replace the pentodes with 5687 triodes ‘o permit measurement
of differential current with the use of catunode resistora. The
output tubes supply approximately 100 ma current to the vaive.
The entire electronic unit is located outside the test cell.
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Electronic instrumentation provided included a Hewlett-
Packard oscillator for providing sinusoidal and square wave
inputs, a two-channel brush recorder, Hewlett-Packard ac
voltmeters for measuring input and output signal amplitudes, .
and a Serviscope to indicate relative phase of the system output
with respect to input. One bourdon type pressure gage was pro-
vided for measuring the pressure on one side of the piston in the
actuator. This was done by bringing cne capillary tube from the
special manifold block on which the servo valve was mounted
out through one of the openings provided in the test cell.

A thermometer for measuring the return oil temperature
was located cutside the cell along with pressure gages for
measuring the supply pressure.

Dosimetry was provided for the experiment by Inland
Testing Laboratories and consisted of a graphite wall carbon
dioxide flow ion chamber. The walls of the chamber are
specially ground to accommoda.te the Cobalt 60 gamma-ray
pcak energies of 1.17 a_nd 1.33 Mev. The instrument was cali-
brated at the University of Chicago's Argon Cancer Hospital.
The Cobalt 60 source is described in Appendix III.

4. Experimental Test Procedures

The valve-actuator-feedback sensor assembly will be irradiated
under a dose rate of 5 x 10° rs for a period of 200 hours, providing a
total dosage of 1 x 108 rs. During the entire course of the test, tbe
valve will be operated under a supply pressure of 3000 psi and, ex-
cept during performance checks, will be excited by a 5 cps sinusoical
signal of 10 percent rated amplitude. _

The frequency and amplitude are maintained low to minimize
wear. It is anticipated that future tests will be conducted with a
random noise generator to further reduce the wear problem.

The tests of necessity have to be conducted over 2z 24 hour
period. Therefore, during a period of 16 hours, the test setup will
be run unattended, except for the presence of the Facility technician.
During the period of time, the input and outgnt signals will be -
recorded every 15 minutes for a period of 30 scconds on the two-
channel brush recorder. A timer will be used to actuate the recorder.
As indicated earlier, provision will be provided for automatically -
‘shutting down the test setup in the event of leakage or hxgh oil tem-

_ perature. :
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Performance tesis will be conducted on the valve and control
system prior to irradiation, during irradiation, and following the
completion of the tests. These are described below. :

a.  Preirradiation to Pos't, Irradiation Tests
The following is a list of tests which will be performed
both prior to and after irradiation. The test procedures for

those tests referenced by an asterisk are described in the
WADC Technical Report TR-5529, PartII. _

{1} Electrohydraulic Servo Valve*
(a) DC resistance of torque motor coils
{(b) Quiescent flow test -

(c) Load differential pres sure vs. differential
current at zero load flow

(d) Load flow vs. differential current test
(e} Dynamic no-load frequency response test.
{2) Actuator

(a) The static Coloumi friction of the actuator
will be measured employing a pressure control
valve and two pressure gages located on each side
of the actuator. Measurements will be made with
the actuator at center and at differential pressures
of 1000, 2000, and 3000 psi. :

(b) Leakage across the piston will be measured
at differential pressures of 1000, 2000, and 3000
psi with the output shaft blocked at center.

(3) Feedback Seasor (Differential Transformer)

(a) The resistance across each coil and to‘ the
housing will be measured. ' :

(b) A plot of the output voltage vs. 'lineage dis-
placement of the iron core will be made for the

rated supply voltage and frequency.

WADC TR 55-29, Pt 6 : 76

T e e et i it IO el - b i A e e 4
.

WAD( !




(4 Hydraulic Oil

The viscosity and specific gravity of the m] will be
measured at a temperature of 150°F.

5. Irradiation Tests

Once ev#ry day the followmg tests wﬂl be performed on the
valve-actuator assembly: :

(1) Frequency Response Under Load

In this test, the amplitude ratio and phase shift of the
control loop will be measured, with special emphasis placed on
determining the resonant frequency accurately. The test will
be conducted with an oil témperature of 1500F % 20°F

(2) = Spool end pressures with zero input signal will be moni-
tored and recorded twice a day, at intervals of approximately
7 hours.

(3} The valve null will be recorded twice a day as in (2) above.

(4) 'I‘he wsconty of the oil will be measured once a day at
150° F.

E. Test Results
1. Test Conditions

The radiation dose rate actually employed in these tests was
essentially equivalent to that stated in Section D above, although be-
cause of space requirements in the Cobalt test cell, certain changes
were made. The valve torque motor was subjected to a dose rate of
3.5 x 107 ergs/gram-hr in carbon and the Schaevitz dxfferentxal trans-
former employed as a feedback sensor subjected to 1.65 x 107 ergs/
gram-hr.' Total radiation time was 281.6 hours, which resulted in a
total radiation of 9.8 x 109 ergs/gram for the torque motor and
4.6 x 107 ergs /gram for the d;fferennal transformer

Total arnount of oil employed in the syatem was 1.84 gallons.

Temperature of this oil was mxintained:at 150°F * 2 degrees and
supply pressure maintained at 2500 psi.
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2. Servo Valve

Because the special Moog valve for nuclear service was not
delivered in time for testing under gamma radiation, discussions
among Air Force and Cook Research Laboratories personnel resulted
in the decision to use a conventional valve for the initial teste. A~
Cadillac Gage FC-200 valve with no modifications was therefore man-
ifolded to the General Motors actuator and subjected to the radiation
described above. )

3. General Observations

The ¥C-200 valve and associated servo system was operated
contiruously over the entire test period. No noticeable degradation
in performance was observed until shortly before the test was con-
cluded, at which time the spool end pressure dropped rapidly and
system response became so sluggish that satisfactory control of the
valve could not be maintained. No leakage was obscrved at the
O-ring seals although some external leakage from the actuator
developed during the test. This latter difficulty was not believed to
be related to the gamma radiation since metal seals were employed

in the actuator.

- After completion of the radiation exposure and before rerunning
performance tests on the servo valve, it was disassembled and
examined. Although all the O-rings had apparently been providing a
satisfactory seal, each had taken a permanent set such that their cross
sections were more nearly rectangular than circular. A picture of
these O-rings is shown in Figure i7. These rings were not reused
but it is doubtful that they S o ‘ .
would again provide a satis- '
factory seal.

Visual examination of
ihe valve's one filter showed
some evidence of particle
clogging although the effect
did not seem serious.

There was also some clear
‘thin jelly-like material
‘present, and it is entirely
possible that this material

could have had a clogging Figure 17. Compression Set of Static
action on the filter. The O-rings after Gamma
adaptor for measuring ' " Irradiation

WADC ‘TR 55-29, Pt 6 78

i et e e 5y B it

T e A e RS

T — . b, By O

ST St bt AR 0 RO RS LER AR RS SRS Breia /
[

{

WA




spool end pressure also had an accumulation of the jelly mnaterial,

This is shown in Figure 18.

Upon removal of
the torque motor cap, a
pungent smell was imme-
diately noted. Visual
evidence of change was
observed on the nylon
coil form which was
originally white in color
and after irradiation was
‘brown. This form was
also slightly rubbery aft-
er irradiation whereas
“before it was rigid. The
teflcn wire insulation had
the same discoloration.

Oil which had
leaked from the actuator
and collected on the ser-
vdo valve was found after
irradiation to have con-
gealed into a thick jelly.
Although no such mate-
rial was found internally

-in the hydraulic system,
the material found on the
valve's filter may have
been early evidence of
similar action. Since
the oil within the hy-
draulic system was con-
tinually in motion, it did
not receive as high a
value of radiation as
that oil which was on the
valve's surface and con-
tinually exposed to the
maximum dose rate.
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Adapter for Measuring Spool
End Pressure, Showing Jelly
Material which Formed from
Oil after Gamma Irradiation
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. Preirradiation to Post-irradiation Tests
a. FC-200 Servo Valve

To ckeck the possibility of filter clogging during irradia-
tion, after new O-rings had been installed, using the irradiated
oil, the valve was again manifolded to the test actuator. Spoocl o
end pressure was initially measured at approximately 1000 psi ;
~ with a 2000 psi supply but rapidly decreased to 400 psi, at
which time the test was stoppeC. The filter was then cleaned
and the {est repeated. Results were similar with spool end
pressure dropping below 400 psi within 5 minutes. The filter
was then removed and spool end pressure was measured at
aporoximately 2000 psi.

A 1000 psi drop across a filter is not normal but in this
case may not be entirely due to clogging. The valve manufac-
turer reports that the particular valve tested for this report
was one of a large group which contained filters that were defec-
tive when received from the vendor. A replacement filter was 7
received but arrived too late to be used in the tests. The drop- Fi
off in spool-end pressure over a short period of time does, ’
however, appear to indicate progressive clogging of the filter.

Valve performance tests in the form of flow gain, pres-
sure gain, and quiescent flow tests were run before and after
irradiation. Results are plotted in Figures 19, 20, and 21, and
show some minor changes. These are of small ma.gmtude, how-
ever, and are not considered significant.

No-load fréquency response of the FC-200 valve before
and after irradiation is shown in Figure 22. Although the ‘
change is relatively minor, some reductioa in gain was observed ;
at the higher frequencies. This gain reduction was not, however, 5
accompanied by a phase shift of any significant magnitude.

b. Actuator

Coulomb friction of the actuator was approximated by
measuring the pressure required to just start it moving in each
direction from a stopped position and using this information to
calculate force applied. Beforc irradiation, motion toward the
rod end required an average force ui 305 pounds. Motion away
from the rod end required 315 pounds. After irradiation, motion
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" toward thes rod end req\nred an average of only 129 pounds and .

motion away. from the rod end 112 pounds

Leakage across the actuator showed no significant change
after irradiation. Values measured included the leakage in both
the valve and the actuator and were 0.39 gpm at 3000 psi, 0. 34
gpm at 2000 psi, and 0.28 gpm at 1000 psi.

c. I_"eedba.ck Sensor (Schaevitz Differential Transformer)

Measurement of output voltage vs. core displacement
showed no change in the calibration after irradiation.

- Irradiation Tests

a. Frequency Response

Frequency response of the test system under load during
the irradiation test in terms of gain is shown on Figure 23 and

i
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igure 23. Frequency ReSponae (Gam) of Test System
Bef